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GENERAL NOTES

THE VILLAGE OF MOUNT PROSPECT SHALL BE NOTIFIED AT LEAST SEVEN (7) WORKING DAYS PRIOR TO
COMMENCEMENT OF CONSTRUCTION AND 72 HOURS PRIOR TO DEMOLITION WORK.

ALL UTILITY OWNERS INCLUDING THE VILLAGE, SHALL BE CONTACTED AND THEIR FACILITIES SHALL BE
LOCATED PRIOR TO THE COMMENCEMENT OF ANY SUBSURFACE WORK. UTILITY LOCATIONS SHOWN
HEREIN ARE FOR GRAPHIC ILLUSTRATION ONLY AND ARE NOT TO BE RELIED UPON. REPAIR OF ANY
DAMAGE TO EXISTING FACILITIES SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. EXISTING
UTILITIES, BOTH PUBLIC AND PRIVATE, ARE SHOWN ON THE DRAWINGS ACCORDING TO AVAILABLE
RECORDS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT LOCATION IN THE
FIELD OF THESE UTILITY LINES AND THE PROTECTION OF THEM FROM DAMAGE DUE TO CONSTRUCTION
OPERATIONS. IF EXISTING UTILITY LINES OF ANY NATURE ARE ENCOUNTERED WHICH CONFLICT WITH NEW
CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE OWNER'S REPRESENTATIVE IMMEDIATELY SO THAT
THE CONFLICT MAY BE RESOLVED.

THE CONTRACTOR SHALL MAKE ARRANGEMENTS FOR THE PROPER BRACING, SHORING AND OTHER
REQUIRED PROTECTION OF ALL UTILITIES BEFORE CONSTRUCTION BEGINS. CONTRACTOR SHALL BE
RESPONSIBLE FOR ANY DAMAGE TO THE UTILITIES AND ASSOCIATED STRUCTURES AND SHALL MAKE
REPAIRS AS NECESSARY TO THE SATISFACTION OF THE UTILITY OWNER.

EXCEPT WHERE MODIFIED BY THE CONTRACT DOCUMENTS, ALL WORK PROPOSED HEREIN SHALL BE IN
ACCORDANCE WITH THE FOLLOWING SPECIFICATIONS, WHICH ARE HEREBY MADE A PART HEREOF:

(A) "STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION IN ILLINOIS," AS PREPARED BY
IDOT, LATEST EDITION.

(B) "STANDARD SPECIFICATIONS FOR WATER AND SEWER MAIN CONSTRUCTION IN ILLINOIS," LATEST
EDITION.

(C) "ILLINOIS RECOMMENDED STANDARDS FOR SEWAGE WORKS," AS PUBLISHED BY THE IEPA, LATEST
EDITION.

THE STANDARD SPECIFICATIONS LISTED ON THESE CONSTRUCTION DRAWINGS AND SUBSEQUENT DETAILS
ARE ALL TO BE CONSIDERED AS PART OF THE CONTRACT DOCUMENTS. INCIDENTAL ITEMS OR
ACCESSORIES NECESSARY TO COMPLETE THIS WORK MAY NOT BE SPECIFICALLY NOTED BUT ARE TO BE
CONSIDERED A PART OF THE CONTRACT.

NO DRAWINGS SHALL BE USED FOR CONSTRUCTION UNLESS SPECIFICALLY MARKED 'FOR CONSTRUCTION'.
PRIOR TO COMMENCEMENT OF CONSTRUCTION, THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND
CONDITIONS AFFECTING THEIR WORK WITH THE ACTUAL CONDITIONS AT THE JOB SITE. IF THERE ARE ANY
DISCREPANCIES FROM WHAT IS SHOWN ON THE CONSTRUCTION DRAWINGS, CONTRACTOR MUST
IMMEDIATELY REPORT SAME TO THE OWNER'S REPRESENTATIVE BEFORE DOING ANY WORK, OTHERWISE
THE CONTRACTOR ASSUMES FULL RESPONSIBILITY. IN THE EVENT OF DISAGREEMENT BETWEEN THE
CONSTRUCTION DRAWINGS, STANDARD SPECIFICATIONS AND/OR SPECIAL DETAILS, THE CONTRACTOR
SHALL SECURE WRITTEN INSTRUCTIONS FROM THE ENGINEER PRIOR TO PROCEEDING WITH ANY PART OF
THE WORK AFFECTED BY OMISSIONS OR DISCREPANCIES. FAILING TO SECURE SUCH INSTRUCTION, THE
CONTRACTOR WILL BE CONSIDERED TO HAVE PROCEEDED AT ITS OWN RISK AND EXPENSE.

CONSTRUCTION INGRESS-EGRESS SHALL BE CONFINED TO DEFINED UTILITY EASEMENTS, TEMPORARY
CONSTRUCTION EASEMENTS AND PUBLIC ROADWAYS. CONSTRUCTION EXITS SHALL BE CLEANED DAILY AS
NEEDED TO PREVENT THE SPREAD OF MUD OR DEBRIS ON THE EXISTING PAVEMENTS. MUD AND DEBRIS
SHALL BE CLEARED FROM THE PAVEMENTS WHENEVER IT OCCURS AND AS REQUIRED BY THE VILLAGE OR
ROADWAY AUTHORITY. THIS WORK SHALL BE CONSIDERED INCLUDED IN THE CONTRACT.

WHENEVER DURING CONSTRUCTION OPERATIONS, ANY LOOSE MATERIAL IS DEPOSITED IN THE FLOW LINE
OF GUTTERS, DRAINAGE STRUCTURES, DITCHES, ETC. SUCH THAT THE NATURAL FLOW LINE OF WATER IS
OBSTRUCTED, THIS LOOSE MATERIAL SHALL BE REMOVED AT THE CLOSE OF EACH WORKING DAY BY THE
RESPONSIBLE PARTY. AT THE CONCLUSION OF CONSTRUCTION OPERATIONS, ALL DRAINAGE STRUCTURES
AND FLOW LINES SHALL BE FREE FROM DIRT AND DEBRIS. THIS WORK SHALL BE CONSIDERED INCLUDED IN
THE CONTRACT.

CONTRACTOR TO PROVIDE DUST CONTROL MEASURES TO PREVENT TRAFFIC HAZARDS OR THE
DISCOMFORT OF PERSONS DOWN WIND. THE ONLY ACCEPTABLE METHODS WILL BE MECHANICAL
SWEEPING OR WATERING WITH CALCIUM CHLORIDE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION AND MAINTENANCE OF ADEQUATE
SIGNS, TRAFFIC CONTROL DEVICES, AND WARNING DEVICES TO INFORM AND PROTECT THE PUBLIC DURING
ALL PHASES OF CONSTRUCTION. BARRICADES AND WARNING SIGNS SHALL BE PROVIDED IN ACCORDANCE
WITH 1.D.O.T. STANDARD SPECIFICATIONS. ALL TRAFFIC CONTROL WORK SHALL BE DONE IN ACCORDANCE
WITH THE 1.D.O.T. "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES." MATERIAL SHALL NOT BE PLACED OR
DUMPED ON STREETS OR SIDEWALKS.

ALL EXISTING TRAFFIC SIGNS, STREET SIGNS, ETC., WHICH INTERFERE WITH CONSTRUCTION OPERATIONS
AND ARE NOT NOTED FOR REMOVAL OR DISPOSAL SHALL BE REMOVED AND RESET BY THE CONTRACTOR
AT LOCATIONS AS DESIGNATED BY THE OWNER'S REPRESENTATIVE. DAMAGE TO THESE ITEMS SHALL BE
REPAIRED BY THE CONTRACTOR AT HIS OWN EXPENSE. THIS WORK SHALL BE CONSIDERED INCLUDED IN
THE CONTRACT.

ALL PERMANENT TYPE PAVEMENTS OR OTHER PERMANENT IMPROVEMENTS THAT ARE REQUIRED TO BE
REMOVED TO FACILITATE INSTALLATION OF THE IMPROVEMENT OR WHICH ABUT THE PROPOSED
IMPROVEMENT SHALL BE SAW CUT AS DIRECTED PRIOR TO REMOVAL. ALL ITEMS SO REMOVED SHALL BE
REPLACED WITH SIMILAR CONSTRUCTION MATERIALS TO THEIR ORIGINAL CONDITION OR BETTER. ANY
DAMAGE TO FACILITIES DESIGNATED TO REMAIN SHALL BE REPAIRED BY THE CONTRACTOR AT NO
ADDITIONAL COST TO THE OWNER.

REMOVED PAVEMENT, SIDEWALK, CURB AND GUTTER, ETC. SHALL BE DISPOSED OF OFFSITE BY THE
CONTRACTOR AT ITS OWN EXPENSE AND SHALL BE CONSIDERED INCLUDED IN THE CONTRACT UNLESS
OTHERWISE SPECIFIED IN CONTRACT DOCUMENTS.

IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO REMOVE ANY AND ALL MATERIALS, DEBRIS AND
EQUIPMENT WHICH RESULT FROM CONSTRUCTION OPERATIONS FROM THE SITE AND DISPOSE OF IT IN
ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REQUIREMENTS AT NO ADDITIONAL EXPENSE TO THE
OWNER.

THE ENGINEER AND OWNER ARE NOT RESPONSIBLE FOR THE CONSTRUCTION MEANS, METHODS,
TECHNIQUES, SEQUENCES OR PROCEDURES, TIME OF PERFORMANCE, PROGRAMS OR FOR ANY SAFETY
PRECAUTIONS USED BY THE CONTRACTOR. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR EXECUTION
OF THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS AND SPECIFICATIONS.
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GENERAL NOTES (CONTINUED)

THE CONTRACTOR SHALL KEEP A SET OF "APPROVED" CONSTRUCTION DRAWINGS ON THE JOB SITE,
AND SHALL MAINTAIN (AS INDICATED HEREIN AND ELSEWHERE WITHIN THESE CONSTRUCTION NOTES,
SPECIFICATIONS, AND DRAWINGS) A LEGIBLE RECORD ON SAID DRAWINGS OF ANY UNANTICIPATED
UTILITIES ENCOUNTERED, ANY MODIFICATIONS/ALTERATIONS TO ALIGNMENT AND/OR TO DRAWINGS
AND SPECIFICATIONS OF PROPOSED IMPROVEMENTS, ETC. UPON COMPLETION OF THE
CONTRACTOR'S WORK, SAID DRAWINGS AND INFORMATION SHALL BE PROVIDED TO OWNER'S
REPRESENTATIVE.

CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION SURVEY AND STAKEOUT.

CONTRACTOR SHALL COORDINATE PROTECTION OF OVERHEAD UTILITY CONTRACTORS AND
CONTRACTOR'S PERSONNEL AND EQUIPMENT PRIOR TO PROCEEDING WITH WORK AT THE SITE.

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "JULIE" AT 1-800-892-0123 FOR
FIELDLOCATIONS OF ALL BURIED UTILITIES (48 HOURS NOTIFICATION IS REQUIRED).

THE ENGINEER WILL PERFORM A PRE-CONSTRUCTION VIDEOTAPING OF THE PROJECT SITE AND
SURROUNDING AREA. THE CONTRACTOR WILL BE GIVEN THE OPTION OF BEING PRESENT DURING
THE VIDEOTAPING. AN AGREEMENT STATING THAT THE CONTRACTOR APPROVES OF THE CONTENT
OF THE VIDEOTAPES/CD SHALL BE SIGNED BEFORE CONSTRUCTION CAN BE INITIATED. THIS WORK
SHALL BE CONSIDERED INCLUDED IN THE CONTRACT.

THE CONTRACTOR SHALL USE INLET FILTER BASKETS FOR THE PROTECTION OF ALL STORM INLETS
AND CATCH BASINS WITHIN OR DOWNSTREAM OF THE PROJECT LIMITS. INLET FILTER BASKETS
SHALL BE MAINTAINED THROUGHOUT CONSTRUCTION AT NO ADDITIONAL COST TO THE OWNER.

WATER REQUIRED FOR CONSTRUCTION OPERATIONS MAY BE OBTAINED FROM VILLAGE FIRE
HYDRANTS IN THE AREA. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING A WATER METER AND
BACKFLOW PREVENTER FROM THE VILLAGE AND PURCHASING WATER AT THE APPLICABLE RATES.

THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE PORTABLE SANITARY FACILITIES FOR THEIR USE
THROUGHOUT THE DURATION OF THE PROJECT AT NO ADDITIONAL COST TO THE OWNER. FACILITY
LOCATIONS MUST BE APPROVED BY THE VILLAGE.

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL DIMENSIONS AND CONDITIONS
EXISTING IN THE FIELD PRIOR TO ORDERING MATERIALS OR BEGINNING CONSTRUCTION
OPERATIONS.

ALL DISTURBED GRASS AREAS SHALL BE RESTORED WITH SOD AS SPECIFIED.

ALL PARKWAY TREES ARE TO BE PRESERVED UNLESS THE VILLAGE HAS SPECIFICALLY AUTHORIZED
THEIR REMOVAL.

ALL PARKWAY TREES MUST BE PROTECTED IN ACCORDANCE WITH THE VILLAGE'S TREE PROTECTION
STANDARDS, AS WELL AS THE DETAIL INCLUDED IN THESE PLANS.

THE VILLAGE OF MOUNT PROSPECT WATER DEPARTMENT IS SOLELY RESPONSIBLE FOR OPERATING
ALL WATER VALVES ON THE PROJECT. THE CONTRACTOR SHALL PROVIDE A 48

HOUR NOTICE PRIOR TO ANY WATER SHUT OFF TO NOTIFY AFFECTED AREAS. THE CONTRACTOR
SHALL NOTIFY THE VILLAGE OF MOUNT PROSPECT PUBLIC WORKS DEPARTMENT 48 HOURS IN
ADVANCE OF ANY REQUIRED OPERATIONS.CALL 847-870-5640.

THE CONTRACTOR SHALL INSTALL FITTINGS AS REQUIRED TO MEET THE ALLOWABLE DEFLECTION
PER THE WATER MAIN MANUFACTURER'S RECOMMENDATIONS.

ALL BURIED WATER MAIN FITTING SHALL BE RESTRAINED USING MEGA LUGS BY EBBAA IRON, OR
APPROVED RESTRAINING SYSTEM. WATER MAIN SHALL HAVE THRUST BLOCK.

CONTRACTOR SHALL COORDINATE SUPPORT OF EXISTING UTILITY POLE AND REMOVAL AND
REPLACEMENT OF GUY WIRES AS REQUIRED TO ALLOW INSTALLATION OF WATER MAIN.

EXISTING B-BOXES FOR SERVICES THAT CONNECT TO THE EXISTING WATER MAIN TO BE ABANDONED
SHALL BE REMOVED.

FIRE HYDRANTS AND AUXILIARY VALVES TO BE REMOVED SHALL BE CUT AND REMOVED TO WITHIN 2'
OF EXISTING GRADE AFTER VILLAGE PERSONNEL SALVAGE PARTS FROM THE HYDRANT AND VALVE
ASSEMBLY. SALVAGED FIRE HYDRANTS SHALL BE DELIVERED TO PUBLIC WORKS DEPARTMENT, 1700
CENTRAL ROAD.

PRIOR TO WATER MAIN INSTALLATION, THE CONTRACTOR IS TO EXCAVATE AND EXPOSE ALL
EXISTING SANITARY AND STORM SEWER WHERE THE UTILITIES CROSS THE PROPOSED WATER MAIN.
CONTRACTOR IS TO CONTACT THE ENGINEER IF INVERT/LOACTION DISCREPANCIES ARE FOUND.
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GENERAL NOTES (CONTINUED)

35. NEW WATER SERVICE SHALL BE AUGERED UNDER ALL PAVED AREAS. SERVICE LOCATED
WITHIN LAWN AREAS MAY BE OPEN-CUT INSTALLED.

36. WATER MAIN TRENCHES SHALL BE BACKFILLED TO EXISTING GRADE.

37. ALL WATER MAIN FITTINGS SHALL BE RESTRAINED JOINT. JOINTS 50 FEET EITHER SIDE OF
FITTINGS SHALL BE RESTRAINED JOINT.
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no.| date by | ckd description
0 [7/20/20| CJA | SC ISSUED FOR BID
OWEN STREET STA 0+00 TO 14+00 WILLIAM STREET STA 15+00 TO 29450
SERIAL NUMBER|BOTNAME |TREE DESCRIPTION [DIAMETER (INCHES) [STATION [OFFSET  |TREE REMOVAL SERIAL NUMBER |BOTNAME | TREE DESCRIPTION |DIAMETER (INCHES) |[STATION |OFFSET  [TREE REMOVAL
36 0+57 20' LT 10 15+61 23'LT
8 0+71 22'RT 18 15+73 21'RT
32 1+14 22'RT 15 16+00 24' LT
7 1435 YOT; 15 16+11 | 19'RT
3 1357 >3 RT 8 16+51 24' LT
- 26 16+64 | 21'RT
° 2+90 22 RT 32 16+99 24' LT
2 2+20 2ULT 2 17432 | 22'RT
21 2+66 22' RT 32 17481 | 22'RT
38 2+78 21°LT 12 17493 | 22'LT
36 3+14 | 24'RT 6 18434 | 23'LT
21 3417 | 21'LT 15 18+40 | 24'RT
28 3+92 22'RT 4 18+66 | 23'LT
34 4429 22'RT 10 19+02 23'LT
24 4+68 21'LT 24 19409 | 22'RT
2 4+76 22'RT 4 19+78 | 23'LT
8 5+10 21'LT 24 19+88 | 21'RT
26 5+17 22'RT 6 20+18 23'LT
18 5453 21'LT 8 20+31 | 22'RT
> 158 32 RT 18 20+49 24' LT
3 6153 ST RT 21 20482 | 21'RT
36 71 O LT 21 21496 | 21'RT
B T ORT 24 22410 | 21'RT
18 22425 22'LT
12 6+94 22 RT 24 22476 | 22'LT
38 /+61 21 RT 12 22483 | 21'RT
2 7+63 22°LT 21 23125 | 23'LT
12 7+78 | 23'RT 8 23445 | 22'RT
2 8+08 | 23'RT 18 23+71 | 23'LT
28 8+26 21°LT 10 24+17 | 23'LT
21 8+86 20'LT 18 24+62 | 22'RT
3 8+91 22'RT 15 24+74 | 25'LT
38 9+34 19'LT 24 24479 | 24'RT
38 9+49 22'RT 18 25¢17 | 21'LT
26 9+87 24'RT 36 25+41 21'RT
18 10422 21'RT 4 25+73 22'RT
3 10441 >3 RT 15 25+93 21' LT
24 10+65 | 21'LT 2 26+34 | 22°LT
24 11409 | 21'LT 42 26+71 | 23'RT
30 11439 | 22'RT 18 26474 | 21T
2 27416 | 21'LT
32 11+52 200LT 24 27428 | 22'RT
15 12408 | 22'LT 28 27+54 | 24'RT
32 12428 | 21'RT 5 S8108 | LT
10 12+461 | 22'LT 26 28+09 | 24'RT
32 12+66 | 23'RT 15 28+46 | 21'LT
2 13+25 21'RT 24 28+62 | 22'RT
2 13+49 | 20'RT 15 28+88 | 21'LT
LOUIS STREET STA 30+00 TO 42+88 ALBERT STREET STA 45+00 TO 58+00
SERIAL NUMBER |BOTNAME |TREE DESCRIPTION |DIAMETER (INCHES) [STATION |OFFSET  |TREE REMOVAL SERIAL NUMBER |[BOTNAME | TREE DESCRIPTION |DIAMETER (INCHES) |STATION |OFFSET  |TREE REMOVAL
7 30+44 22'RT 32 45+83 24'RT
15 30+64 21'LT 38 45+90 22'LT
18 30+79 22'RT 28 46+54 23'RT
22 31+11 22'LT 35 46+63 23'LT
8 31+30 22'RT 32 47+15 20' LT
6 31+87 21'LT 26 47+23 23'RT
22 31490 23'RT 16 47+60 20'LT
2 32+34 21'RT 25 47+81 20'LT
18 32+44 22'LT 21 47+84 25' RT
10 32485 | 21'RT 30 78+46 15'RT FOR BID - N OT
15 33426 22'LT 18 48+61 21'LT
2 33+48 22'RT 18 49+03 21'LT FOR CONSTRU CTION
6 33+68 21'LT 22 49+23 22'LT
18 34+09 21'RT 26 49+27 24'RT N\ BURNS
30 34+39 22'LT 20 49+58 20'LT
14 34499 | 22'LT 24 49+99 | 19'RT NNMEDONNELL
12 35429 21'RT 25 50+05 22'LT
16 3562 | 22' T 28 50452 | 21'RT 1431 OPUS PLACE SUITE 400
2 35+98 22'RT 24 50+69 23'LT DOWNE(%% _<732R£:\))/2EO,OIL 60515
8 36+28 | 21T L> 20+98 | 24'RT LICENSEE NO. 184.001310
12 36+74 21LT i; 2?32 zg ::I date detailed
30 36492 22'RT +
24 37+12 22'LT 32 52+11 19' RT JULY 2020 C. APKER
6 37+38 21'RT 3 52+57 21'LT designed checked
6 37+70 21'LT 30 52+81 23'RT C. APKER S. CREDE
33 37+84 22'RT 22 52+99 22'LT
10 38+30 22'LT 2 53+34 23'RT
12 38+35 22'RT 20 53+70 21'LT T ——
22 39+11 21'RT 8 53+75 24'RT
8 39+12 21'LT 21 54+24 24'RT
16 39+53 22'LT 26 54+51 20'LT
18 39+65 22'RT 38 54+95 25'RT
30 40+12 21'RT 26 55+02 20'LT
6 40+16 21'LT 6 55+44 23'RT
6 40+58 22'RT 12 55+45 22'LT Cook County, lllinois
14 40+86 22'LT 26 55+95 23'RT
6 41+13 22'RT 36 56+05 21 LT 2020 WATER MAIN IMPROVEMENTS
14 41+46 21'LT 26 56+20 22'RT
14 41454 | 21'RT 28 56+29 21'LT TREE SCHEDULE
15 42+00 22'RT 18 56+47 21'LT
22 42+35 22'LT 30 56+48 23'RT project | contract
24 56+75 21'LT 122927
32 57+33 21'RT drawing rev.
24 57+61 | 20'LT GOO 3 — 0
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1 2 3 5 7 8 9 10 1 12 13 14
no.| date by | ckd description
SANITARY MANHOLE 8" GATE VALVE & 801 803 805 807 809 811 813 0 [7/20/20| CJA | SC | ISSUED FOR BID
RIM: 651.26 4' DIA VALVE VAULT #1
INV: 636.6, 12" N ngl\ii %511-538 ] REMOVE AND REPLACE STOLQM SEWER,
11} : + 3 ! n
INV: ?36-7, 8" E DRIVEWAY PAVEMENT REMOVAL & 8" PVC €900, 16 LF
INV: 940.8, 6" E PCC DRIVEWAY PAVEMENT, 6", 27 SY
INV: 686.7, 8" W VALVE VAULT
INV: 6441.6, 6" W RIM: 651.20 FIRE HYDRANT, COMPLETE
T/P: 645.7, 6" STA: 3+30, 24' L 30' BUILDING LINE
TO BE ABANDONED NEAR SIDE WATER SERVICE /
| / 7 EA THIS SHEET IBE HYDRANT
! o | BE REMOVED
> FIRE HYDRANT CATCH BASIN
o .
| TO BE REMOVED ) RIM: 650.73 DMBINATION CONCRETE CURB & GUTTER
w 8" DIP WATER MAIN, 487 LF INV: 648.9, 8" W :MOVAL & REPLACEMENT, 35 LF (THIS SHEET)
= FIRE HYDRANT, COMPLETE . ’
> Il STA: 0+39, 23' L B % L e
g B I N A I g R \ .
. — === o ) SO B T e e ol Sk S
cutTacAP 4| A S e N PIE T E Nl SRS SRR R RN it S
] 4 T B AR .. \’}—“ -’]{(f'654.~1’,..‘\ \ :
/AR ) S : A AR >°\\ 5 + N
* - 3 N Lo L 4 R e e T oL 2 o
. 4 I - P Een \ ) ‘ , L o
CUT-IN CONNECTION =< U = O
‘ 7 IS
| s ;.Z%Jy—“}'/ s ///‘// Y U)(D
7 400 /‘ o LL ;
o e B T, w0 e e L e i : =¥
| —
T L
ouw
6" OR 8" WATER MAIN Ry I<T: n
—_—— T — ‘_',. S ! . f'./ \ 7 : ____ L
““- »L\?“_;"—&‘L/_——ﬂ—_ “ : H : _.‘ . | . "‘& T oL et e A E
T A yoreres T s T e s s
E E ,'f":"'”ifi]l":“;;;'"_ EERR : = / AVAVA
Y e R 2" GAS |
h CATCH BASIN ‘
, RIM: 652,72 PAVEMENT REMOVAL, FULL
CATEH BASIN REMOVE AND REPLACE STORM SEWER, INV: 650.1. 8" E DEPTH, 309 SY (THIS SHEET)
RIM: 65073 8" PVC C900, 16 LF FAR SIDE |WATER SERVICE INV: 649.9. 8" W
INV- 6:48.9 8".W 7 EA THISISHEET STORM MANHOLE
1648.9, —RiM-653.35 X
INV: 647.1, 12" N _
NV: 650.1. 8" SODDING, SALT TOLERANT, 95 SY (THIS SHEET)
CATCH BASIN
RIM: 650.82
INV: 648.6, 8" N
| INV: 648.6, 8" E
| 800 802 804 806 808 810 812
NOTES: ,
1. 800 AND 900 BLOCKS OF OWEN STREET ARE INCLUDED
IN THE VILLAGE'S RESURFACING PROGRAM AND WILL \
BE RESURFACED POST CONSTRUCTION.
665 665
0 10' 20' 40'
SCALE IN FEET
660 660
8" PVC C900 STORM SEWER — EXISTING GROUND
655 \\ 7 —— 655
~— 8" PVC C900 STORM SEWER < lr ——— —= — T FOR BID - NOT
— — — — \ FOR CONSTRUCTION
650 = T 650
N = 18" MIN
Tp)
18" MIN 0 O BURNS
\ N\MSDONNELL
645 645
; 1431 OPUS PLACE SUITE 400
— 8" DIP WATER MAIN, 487 LF DOWNERS GROVE, IL 60515
630-724-3200
LICENSEE NO. 184.001310
640 640 date detailed
JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
’Mdinitﬁl”r;)si:')ect |
630 630
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 OWEN ST
project contract
122927 |
drawing rev.
615 615 C001 = 0
0+00 0+20 0+40 0+60 0+80 1+00 1+20 1+40 1+60 1+80 2+00 2+20 2+40 2+60 2+80 3+00 3+20 3+40 3+60 3+80 4+00 4+20 4+40 4+60 4+80 5+00
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1 2 3 4 6 9 10 11 12
VALVE VAULT no.| date by | ckd description
RIM: 653.36 0 [7/20/20| CJA | SC | ISSUED FOR BID
! T/P: 650.4, 6"
815 | TO BE ABANDONED 903 905 907 909
| FIRE HYDRANT
: TO BE REMOVED
CATCH BASIN ! DRIVEWAY PAVEMENT REMOVAL &
RIM: 654.78 | FIRE HYDRANT, COMPLETE ASPHALT DRIVEWAY PAVEMENT, 2", 30 SY
INV: 652.6, 8" W ! / STA: 6+59, 24' L
!
| FIRE HYDRANT, COMPLETE CATCH BASIN
E COMBINATION CONCRETE CURB & GUTTER STA: 9+53 23' L RIM: 657.00
NEAR SIDE WATER SERVICE ! REMOVAL & REPLACEMENT, 20 LF (THIS SHEET) DIP WATER MAIN, 500 LF INV: 655.3 8".W
7 EATHIS SHEET o | FIRE HYDRANT R - |
o TO BE REMOVED — - EY N
E : L. JAVAVAVAVA ’AVAVAVAVAY avavavasvavavaviR o -
T ‘\‘ WN/N/NE AVAVAVAV‘.‘;.VAVAVA_ VAVAVAVAVAV.%VAVAVAVAVA‘ VAVAVAV%VAVAVAV I e “
, ol KRHRERK RHRTARRN _ RRERRIRANR ORI -
2" GAS / \VAVAVAV/ \VAVAVAVAVAVAVAV/ ~NASINNNNANINAN AN —————————————— pp—— T :
'5 i T — e T T T RONCRETE . ot e e e :
) R B Syt TEONCRETE T e e T g T e N
R s T @) PRSI v T 1o
WA ISR Y YN S5 [
KAL G55 K505 o
O | B
> 28
wn <
m O = O
L IZ ONQ)
C= w <=
=m <0
® ' =y
wn , I
8 > R J = &9
5 , A 4T e AT T e ey e [ =
o [ - W 8" GATE VALVE & EERS foriple 1 REMOVE AND REPLACE STORM SEWER, ;
4' DIA VALVE VAULT #2 5. PR 8" PVC C900, 15 LF
RIM: 654.93 STA: 6+12. STA: 6+53, 8' L \ @
INV:653.1,8" S  SIDE WATER SERVICE PAVEMENT REMOVAL, FULL CATCH BASIN
A THIS SHEET DEPTH, 300 SY (THIS SHEET) RIM: 657.14
45° VRT BEND 45° VRT BEND NV BE3 0 & W J —
STA: 6+18, 8'L ~ STA:6+48,8'L— INV: 6546, 8" E
45° VRT BEND
STORM MANHOLE STA: 6442, 8L SODDING, SALT TOLERANT, 82 SY (THIS S
RIM: 655.59
INV: 648.5, 24" E
INV: 648.5, 24" W CATCH BASIN
INV: 651.0, 12" S RIM: 654.86
INV: 652.6, 8" N
814 INV- 222 g’ 2.. £ |900 902 904 906 908
NOTES: ,
800 AND 900 BLOCKS OF OWEN STREET ARE
INCLUDED IN THE VILLAGE'S RESURFACING PROGRAM \ 44—
AND WILL BE RESURFACED POST CONSTRUCTION.
665 Z 665
=
®)
Z 0 10' 20' 40'
X
5 SCALE IN FEET
660 — . 660
o EXISTING GROUND 8" PVC C900 STORM SEWER —
2 B
RM SEWER _ — — 1 )
655 — = | 655
24" STORM SEWER — % FOR BID - NOT
i £
(e}
\ FOR CONSTRUCTION
650 > 650
N\
\ 18" MIN // \ BUBNS
\ N\MSDONNELL
645 \ 8"DIP WATER MAIN, 500 LF 645
\ 1431 OPUS PLACE SUITE 400
\ DOWNERS GROVE, IL 60515
\ 630-724-3200
\ LICENSEE NO. 184.001310
640 \ 640 date detailed
\— 16" DIA STEEL CASING PIPE, 20 LF JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
’MoﬁntﬂPrr/ospect |
630 630
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 OWEN ST
project contract
122927 |
drawing rev.
615 615 C002 = 0
5+20 5+80 6+00 6+20 6+40 6+60 6+80 7+00 7+60 8+00 8+20 8+40 8+60 8+80 9+00 9+40 9+60
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¢000 OMA 33S
00+01 V1S ANITHOL1VIN

REMOVAL & REPLACEMENT, 5 LF (THIS SHEET)
NEAR SIDE WATER SERVICE 8" DIP WATER MAIN, 407 LF
6 EA[THIS SHEET i
e NI
N
A R S N
p O sy Ty T e TRRRR
: i
AIIIS ;
T e e e et ey %

660

GOLF ROAD

N

TO BE ABANDONED

CUT & CAP

+32

1 2 3 4 5 6 7 9 10 11 12 13 14
no.| date by | ckd description
0 |7/20/20| CJA | SC ISSUED FOR BID
911 913 915 917 919 921 \
FIRE HYDR@'}‘L ?30+'\7/”23L2E4TE FIRE HYDRANT
30' BUILDING LINE ' ’ TO BE REMOVED
/ VALVE VAULT
RIM: 659.31
COMBINATION CONCRETE|/CURB & GUTTER TP 653.8, 6"

—7 7 . o — L{ L CUT-IN CONNECTION
h . e " o E i la '4,.
I B oo AR W
N DI Ay S R A S N/ SO0 o S S e R e Tt o 8" WATER MAIN
PETE S— T R AN i S SN e e e A T e e 2 |
et s A — TN E
R T L W Ty ]
S| B i
7 [ L |
S e e
' RER SN 2" GAS
v PAVEMENT REMOVAL, FULL
' DEPTH, 251 SY (THIS SHEET) ,
FAR SIDE WATER SERVICE 8" GAS
5 EA THIS SHEET
— SODDING; SALT TOLERANT, 76 SY (THIS SHEET) \ _______________________________ O —
\ 30' BUILDING LINE
8" GATE VALVE &
4' DIA VALVE VAULT #3
RIM: 659.60
STA: 13+96, 8' L
910 912 914 916 918 920
NOTES: ,
- 1. 800 AND 900 BLOCKS OF OWEN STREET ARE
= INCLUDED IN THE VILLAGE'S RESURFACING PROGRAM \
© AND WILL BE RESURFACED POST CONSTRUCTION.
X
5
665 2 665
< =
oo 0 10 20 40
% 0
EXISTING- GROUND ‘ SCALE IN FEET
660 — — — — 660
_ x ’ \
=
=
655 i 655
(]
| FOR BID - NOT
\
\ FOR CONSTRUCTION
650 \ 650
8 DIP WATER MAIN, 407 LF N BURNS
N\ MSDONNELL
645 645
1431 OPUS PLACE SUITE 400
DOWNERS GROVE, IL 60515
630-724-3200
LICENSEE NO. 184.001310
640 640 date detailed
JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
Mount Prospect |
630 630
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 OWEN ST
project contract
122927 |
drawing rev.
615 | | | | | | | | | | | | | | | | | | | | 615 C003 — 0
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1 3 4 6 7 8 10 11 12 13 14
no.| date by | ckd description
; 0 [7/20/20| CJA | SC | ISSUED FOR BID
REMOVE AND REPLACE STORM SEWER,
8" PVC C900, 17 LF
| CATCH BASIN
EPOXY PAVEMENT MARKINGS - 12", 12 LF RIM: 647.8
INV: 647.8, 8" W CATCH BASIN
VALVE VAULT INV: 647.0, 12" N REMOVE AND REPLACE STORM SEWER, RIM: 65043 Z'S\E_ ':J+D5§A514T,LCOMPLETE
Piibieyy o | T/Pi646.9, 8"
S | T/P:6469,8 " | COMBINATION CONCRETE CURB & GUTTER
§§§§§§ 8| i j 8" DIP WATER MAIN, 470 LF REMOVAL & REPLACEMENT, 30 LF (THIS SHEET)
G N RERRRRREREY - 45° BEND, 8" o &
R Lidi el 2 FSTA: 15+75,9'L b g 1o
P Dol i (2 Helenien - e e 4 O
158N ENEAT T S
*. --------- ' P
@ . - 6521, VAR S
A Y . VA ; ; = <C O
IS T RS 7 7 7 W/ v //////////7//7//// ’W e 100
S e T e T / / o I, 2 A2 A L e s JLiz 19+00 \ W <=
& e o 4 al o : / p £ = | Z
P S S 16+00] ‘ L =y
, . ; A AL o ] I L Ry S i |
. % | sibE  REMOVAL & l WILLIAM STREET - L
PCC SIDEWALK, 5", 57 SF (THIS SHEET) — o | e T e ' L
B N IR e R =7 7/ 7/ e R oo e O N
R e RO YD SEE—— = . [P~ I<T:
= = — PRRAR b GRS TR S 1 74 " W——w
R SR, ikt \saler~TL e ’—’?;' —{B——— W N __‘m_~___~';jg_'._"’_'~'_{’ s ——6—= kbt o i B A~ iy UL U | I A B g 61 % AL { SN 2
AT , \ e TEEE T T T IR '\\N‘iﬁ_-_ﬁjr-mj——“—:?:-—— ‘
Y AR PN IRCT Dy D B s B N S N N N e e R e e
— /./'/~<_"~~. A ;'I CUT-IN CONNECTION -~ ,//,/,/,/, A Jv PR PR R AP LNk Wttt P e Ll ;,_._'__._;;_' PN ..t.,—'—i'——‘——’—"——-h-‘—————‘——:—' ———————— et aaaavaavav
= TV i Ficd 1ol A0 ST TS . | L,! b XK
= L l: PAMAAA L 5’ ‘ SR AREC I T N £ R R T A A | Ea b ags L I COLOLLIN
— = AP S AR 45° BEND, 8"/ / A R I - /AVAVAVAVAVAVAVaY
_; |L(“Igil$l 'EQ?E E .: :::;,'I:%STA 15+45’ 19'R,’I(\’II1 ..‘.d.n.:. «! [ (‘.;' -4 Te-- [
—3 BERERET-I N N S P UNRR N > — CATCH BASIN
= NI CATGH BASIN FIRE HYDRANT
= D ValvE VAU INV: 650.2, 8" E 7 EA THIS SHEET INV: 647.9, 8" S PAVEMENT REMOVAL, FULL DEPTH &
= P R,’Mé' 25 CLASS D PATCH, 8", 499 SY (THIS SHEET)
E T/P: 6473, 8 - \_FIRE HYDRANT, COMPLETE
e g STA: 15+63, 24'R STORM MANHOLE
= 8" GATE VALVE & CIRE HYDRANT RIM: 650."76 SODDING, SALT TOLERANT, 80 SY (THIS SHEET)
—= _4' DIA VALVE VAULT #4 T0 BE REMOVED INV: 644.58, 24" N
= T | RIM: 652.59 :[r:ll\\; 2322’ 2" ';
E P STA: 15451, 13'R VALVE VAULT INV: BA4 58 94" S
_—— RIM: 652.73 -
= T/P:647.2, 8 800 802 804 806 808 810 812
—5 TO BE ABANDONED
= 665 665
— 010 20 40
— SCALE IN FEET
= 660 660
= 655 — 8" PVC C900 STORM SEWER 655
= // EXISTING GROUND FOR BID - NOT
— - T Y — 1 — 8" PVC C900 STORM SEWE
= — — / — —— 1 FOR CONSTRUCTION
— Z
= 650 { = / 650
— 18" MIN 0
U / O BURNS
- 18" MIN — _J13" MIN NN\ MEDONNELL
645 B 645
1431 OPUS PLACE SUITE 400
DOWNERS GROVE, IL 60515
630-724-3200
LICENSEE NO. 184.001310
~ 8" DIP WATER MAIN, 470 LF :
640 24" STORM SEWER 640 date JULY 2070 detaﬂecé PKER
designed checked
C. APKER S. CREDE
5 635 635
>Z: ’Mdinitﬁl”r;)si:')ect ‘
E = 3 4
S 630 630
Zz
o
i
Z
<
5 625 625 Cook County, lllinois
z 2020 WATER MAIN IMPROVEMENTS
@)
[a]
= PLAN AND PROFILE
; 620 620 WILLIAM ST
© project contract
: 122927 |
§ drawing rev.
©
z 615 615 cC004 - 0
¢ 15+00 15+20 15+40 15+60 15+80 16+00 16+20 16+40 16+60 16+80 17+00 17+20 17+40 17+60 17+80 18+00 18+20 18+40 18+60 18+80 19+00 19+20 19+40 19+60 19+80 20+00 shool 7 18 Shoote
o
S | fle 122927 CIVIL WILLIAM.DWG
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1 2 3 4 5 6 7 8 9 10 11 12 13 14
no.| date by | ckd description
0 [7/20/20| CJA | SC | ISSUED FOR BID
CATCH BASIN
RIM: 651.9
CATCHBASIN INV: 648.7, 12" N REMOVE AND REPLACE STORM SEWER,
RIM: 652.0 INV: 648.2, 12" E 19" PYC C900. 20 LF 909
INV: 649.2, 12" S INV: 648.2, 12" W ’
FIRE HYDRANT, COMPLETE
EPOXY PAVEMENT MARKINGS - 12", 24 LF STA: 21+80, 24' L 8" DIP WATER MAIN, 500 LF
&
- COMBINATION CONCRETE CURB & GUTTER ; - T
REMOVAL & REPLACEMENT, 15 LF (THIS‘SHEET) j BT These
— B )
———————— T N = //’ ‘ ‘ O
———————— : .-.:'—;7."?',7 = T : N\ b
. . - . . & '/-66& d ; . m @
= cN (©) ORI YA g
wn C_3I — N = _—— N - &\\\ f\\x\\\&/ N\ NS \”\\\\\\\}“\\\\\&:\ CIB o
N 3 N : \ r - :
il L ETTITINGR >SS 0
m N\ S T o T e
2Z | : iy
Smgt e 650 I L W
) '9)) i cosant ittt bl s A N 653 — IC_) 7))
-, T ——
8 > ____________ |’ - _:_mw w w———I . ' : : <
3 O mmee—— I .
. c-l:-) ______ 1 R A R A 3o
I kA M A TS M o X N et el g
8 _____ _v___3;__f___j_CEjN_C._Rt_I_E___:__’___';L_: == T 1, L E El{
s 4 " TR A e o N g 2" GAS - ;% |
—————————— * 8" GATE VALVE &
------------------------------------- 4' DIA VALVE VAULT #5
CATCH BASIN RIM:652.78 PAVEMENT REMOVAL, FULL DEPTH, 359 SY (THIS SHEET)
RIM: 652.15 STA: 21474, 9'L CLASS D PATCH, 8", 143 SY (THIS SHEET)
INV: 650.1, 8" S —
FIRE HYDRANT T— FAR|SIDE WATER SERVICE
TO BE REMOVED 6 EA THIS SHEET SODDING, SALT TOLERANT, 44 SY (THIS SHEET)
STORM MANHOLE
RIM: 652.85
INV: 6460, 24" N | VALVE VAULT
INV: 646/5, 12" S l R'M.' 00278 |
INV: 647.9, 12" E | CATCH BASIN T/P.646.9, 8 _
INV: 649.0. 8" SW ! RIM: 652.16 TO BE ABANDONED
can b qan | INV: 648.9, 8" NE
814 INY: 646.0, 18" W 4 NV- 6495 8" N | 900 902 904 906 908
| ’ NOTES:
1. 900 BLOCK OF WILLIAM STREET IS INCLUDED IN THE
VILLAGE'S RESURFACING PROGRAM AND WILL BE \
RESURFACED POST CONSTRUCTION.
665 665
0 10' 20' 40'
SCALE IN FEET
660 660
EXISTING GROUND e T T
655 12" PVC C900 STORM SEWER I - s m——— 655 FOR BID - NOT
B - 1 Z
A : FOR CONSTRUCTION
650 i 650
) ¥
|
18" MIN| ! N S BURNS
. \\ MSDONNELL
645 645
p 1431 OPUS PLACE SUITE 400
8" DIP WATER MAIN, 500 LF DOWNERS GROVE, IL 60515
630-724-3200
LICENSEE NO. 184.001310
640 640 date detailed
JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
Mount Prospect |
630 630
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 WILLIAM ST
project contract
122927 |
drawing rev.
615 | | | | | | | | | | | | | | | | | | | | 615 C005 = 0
20+00 20+20 20+40 20+60 20+80 21+00 21+20 21+40 21+60 21+80 22+00 22+20 22+40 22+60 22+80 23+00 23+20 23+40 23+60 23+80 24+00 24+20 24+40 24+60 24+80 25+00 prv— T P
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1 2 5 6 8 9 10 11 12 13 14
no.| date by | ckd description
0 [7/20/20] CJA | SC | ISSUED FOR BID
618
FIRE HYDRANT, COMPLETE 6" GATE VALVE &
STA: 25+34, 24' L 6" DIP WATER MAIN. 15 LF 4' DIA VALVE VAULT #6
’ RIM: 658.65
, CATCH BASIN
STA: 27+49, 12' L _
STORM MANHOLE STORM MANHOLE | RIVE657.99
RIM: 658 57 RIM: 659.49 FIRE HYDRANT, COMPLETE ~ \V: 69248, 127N
INV: 654.5, 12" S INV: 654.7, 12" SE STA: 28+98, 24' L
INV: 653.2, 12" W INV:654.7, 12" N
INV:853.4, 12°E COMBINATION CONCRETE CURB & GUTTER
REMOVE AND REPLACE STORM SEWER. REMOVAL & REPLACEMENT, 35 LF (THIS SHEET) Q
12'PVC.CO00, 20LF o N g Ty 5 ! S
8" DIP WATER MAIN, 420 LF e T L
CUT- mh CONNECTION 0
= 1 CUT-INICONNECTION
>
0p) A T Tl
ITIO /// . S SIS IIIIIII I III SIS 29451
M IZ / LS L LS L 28+00 .
O = L I
Smy 65 WILLIAM STREET |\ o efpgo TN
@ o | { s __%___ 8' WATER MAIN
S I
| ~
Od L =8
SFX . 7 11 STORM MANHOLE
S o Lr s ey RIM: 658.38
o1 o J;_T.“,Tj.f___i;,, T ' - | INV: 654.7, 8" NW
5 gl o "T Lt et INV: 653.1, 12" N
S fri "= A T CUT & CAP
| o 8" X 6" TEE 8" GAS
- g STA: 27+49, 9' L
FAR SIDE WATER SERVICE 8" GATE VALVE & glANT_ %H57B§7S'N
5 EA THIS SHEET 4' DIA VALVE VAULT #7 : S
VALVE VAULT + 6982
RIVIT659.02 — STA: 29+03, 9'L
1 _ PAVEMENT REMOVAL, FULL T/P:653.94, 6"
FIRE|HYDRANT DEPTH, 266 SY (THIS SHEET) TO BE ABANDONED FIRE HYDRANT
TO BE REMOVED TO BE REMOVED
STORM MANHOLE
RIM: 658.18 VALVE VAULT
INV: 652.6, 12" E SODDING, SALT TOLERANT, 70 SY (THIS SHEET) RIM: 658.48
INV: 652.4, 12" N T/P: 653.2, 8"
INV: 652.4, 12" S TO BE ABANDONED
910 912 914 916 918 920
NOTES: \
1. 900 BLOCK OF WILLIAM STREET IS INCLUDED IN THE
- VILLAGE'S RESURFACING PROGRAM AND WILL BE \
% RESURFACED POST CONSTRUCTION.
S
665 = 665
>
wn I
<L 0 10' 20' 40'
QN
EXISTING GROUND e, o SCALE IN FEET
12" PVC C900 =
660 STORM SEWER — ) 660
— e — \—’ - T —Tt - _
\ |\
\ z 6" WATER MAIN
\ S
655 - 655
/ FOR BID - NOT
] - _
1Q" MNINI N
N FOR CONSTRUCTION
650 N 650
\ \—8" X 6" TEE
S BURNS
\_ 8" DIP WATER MAIN, 420 LF N\ MSDONNELL
645 645
1431 OPUS PLACE SUITE 400
DOWNERS GROVE, IL 60515
630-724-3200
LICENSEE NO. 184.001310
640 640 date detailed
JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
’MoﬁntﬂPrr/ospect |
630 630
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 WILLIAM ST
project contract
122927 |
drawing rev.
615 615 COO6 r— 0
25+00 25+20 25+40 25+60 25+80 26+00 26+20 26+40 26+60 26+80 27+00 27+20 27+40 27+60 27+80 28+00 28+20 28+40 28+60 28+80 29+00 29+20 29+40 29+60 29+80 30+00 pr— T p——
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1 2 3 4 6 7 8 9 10 11 12 13 14
no.| date by | ckd description
601 603 605 ; 607 } 609 (01 { o1s , 615 0 [7/20/20] CJA| SC | ISSUED FOR BID
SIDEWALK REMOVAL & | | { .' |
PCC SIDEWALK, 5", 52 SF (THIS SHEET) | ! | | |
| I | |
| | ' |
| DRIVEWAY PAVEMENT REMOVAL & | ' ,
VALVE VAULT FIRE HYDRANT, COMPLETE BRICK PAVER DRIVEWAY REPLACEMENT, 19 SY .' 2'55_ EL%TA;J’LCOMPLETE |
RIM: 656.25 STA: 30+35, 25' L | | 5 : , | |
T/P: 651.0, 8" CIRE HYDRANT DRIVEWAY PAVEMENT REMOVALJE& ; | 30' BUILDING LINE | |
" | | I
10 BE REMOVED PCC DRIVEWAY PJ:AVEMENT, 6", 49 SY (THIS SHEET) | FIREHYDF : |
{ | - TOBEREMC ! |
| CATCH BASIN VALVE VAULT NEAR SIDE WATER SERVICE I | | ;
. RIM: 655.53 RiM: 65615 8 EA THIS SHEET i | | |
INV: 652.9, 8"N T/P: 6503, 8" : | ;' COMBINATION CONCRETE CURB & GUTTER
! . TO BE ABANDONED 8" DIP WATER MAIN, 480 LIF | :. REMOVAL & REPLACEMENT, 20 LF ({THIS SHEET)
. 2 : | | | o
[ | (o ! N A A A R o ! I |
ey - SVANY AV, e | ! | |
[ : ' ) f IR 0 N SO S S | B i A b L S, 657----- A >K I N } ()
{ i .1:' Jl l : zZ {_ \\" v‘l{ [‘ ;‘ \ v :_ —— ————————I—‘t—'—__"' S - _,};A_,_ r——.—7f4=,=l;—1*—ﬁ‘—__7 T e LTTTRT LT Qo
-—_:,::,,;JJI",'{.J.—J—,:I,— 8 e A .'?T——:,—~—77;;—75T..‘vf',.""‘.‘\‘.—.—‘_‘;—“__—__" "_ . T .' 1 R '5?;,'. o J N __-é_* q___’_l____ 3 v it +
BB SET AT © B L i i s T e~ TR §a N R 2 >3
}!{ B ——sT— . T @ : ‘ | l\ : /r ,/;S‘\ \ d fn le " AN \ \ " ' S
i+ Mt = =81 "w"ﬂ—;\—ww— T \W N N v* ! \\ \ \ \ \ \\\\x\\ |<£O
{h L ‘ o /s \ \ \ \ %\
= [ ‘\ N
||/ cutacap—7, \\\\\\k\;&&.\\u\\ \\\\\\;\\x% \.\\Q NN \\\N N \ \R\\\\\ \\' \\\\ R TR T T O
H \ NN 3400 / | W=
N ‘*\ \\\\\i\“ |+\u jz+u 1 — % , =
| 30+00 N / Ak {l / \ = @)
— N =
{ LOUIS STREET ! T HJJ
'CONNECTION | O o
\\ = — E
e e : i =
5 - ]
T i | NH :
| ' | | X |
U ' | | }
3 1 | | B |
L ' | | |
| : ! | " i |
i ; | | DE WATER SERVICE | |
K EPOXY PAV}EMENT MARKINGS -12°, 14 LF { 7 EA THIS|SHEET | PAVEMENT REMG)VAL FULL DEPTH & :
o | | | ! | CLASS D PATCH, | r81,_550_SL(J'-IIS£HEEI_)__ —i :
I | . T
|l CATCHBASIN | | | | : | | |
T RIM: 655.69 8" GATE VALVE & | ! ; | : | !
| INV:653.4,8"N 4' DIA VALVE VAULT #8 ! | | | ! | !
RIM: 655.93 | | | |\ SODDING, SALT TOLERANT, 87 SY (THIS SHEET) ! |
STA: 30+28, 8' L | | | | | | |
|
| | | | | | | |
| | | | | | i |
| : | | { | I |
600 | 602 | 604 | 606 ! 608 | 610| | | 1612
| | ! | | | | | ,
665 665
0 10' 20' 40'
SCALE IN FEET
660 EXISTING GROUND 660
/
— _ —
655 A = 655
o FOR BID - NOT
i FOR CONSTRUCTION
650 e N 650
N O BURNS
. \\ MEDONNELL
645 8" DIP WATER MAIN, 480 LF 645
81 RS S T
630-724-3200
LICENSEE NO. 184.001310
640 640 date detailed
JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
’Mdinitﬁl”r;)si:')ect |
630 630
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 LOUIS ST
project contract
122927 |
drawing rev.
615 615 C007 = 0
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no.| date by | ckd description
, 617 | 619, .| 701 : 703 . 705 | 707 : 709 | 0 |7/20/20| CJA | SC | ISSUED FOR BID
| |
| | | | | | | |
' | i ' | I ! :
| | | : | | i |
| | " | | | | H
| " FIRE HYDRANT, COMPLETE _ NP ATE | : | FIRE HYDRANT, COMPLETE
| | STA: 36+61, 25' L _ I ! | I STA: 39+29, 25'L
! , ! RIM: 655.58 . ! . . . .
. ! . _ : ! . . 30' BUILDING LINE !
’ | FIRE HYDRANT | STA: 36+70, &L | I | | |
DRIVEWAY PAVEMENT REMOVAL 1& | TO BE REMOVED — | | | ! i ! -
ASPHALT DRIVEWAY PAVEMENT, 2", 24 S}I( 1 ! [ COMBINATION CONCRETE CURB & GUTTER | | | FIRE HY:DRANT
- i ; REMOVAL & REPLACEMENT, 25 LF (THIS SHEET) | ! ! 10 BE REMOVED
| ! CATCH BASIN ! | | | R
. | RIM: 655.29 NEAR SIDE WATER SERVICE ! ) oL . :
| | INV: 652.9, 8" W / 7 EA THIS SHEET | 8"DIP WATER MAIN, $00 LF L I
I I , & I [ 4 '
| ! | | s d -2 A ! e
: i T : T o T & A st
| e Co RNt Y B | DY S / A e — o
I I Vivivivava avavs § e R S S br e e sl A R Sl S A g AR I DY I RSy Fgr ] S o
R A N T L e ST g et e S e j'r I DA T SV SR N SETI IR M SIUE JIP N AR CRLIEE TSNS A S SEESS™ RN St . +
e P R e . 2, ./? L a o g “;./[.__,1'__-__4_' ._.__-"-;_.;___._'__m.}i_‘l_‘ ______ i ———f :—_—_,—' 'T 0% vt | R L ah ﬂ | - l/... % o
e L L e e A e o= ——— =R : i 1 - L. Qo | [ | L/ - ", | I o
Z g:ol iv 7 ' s ' [ -zf)l ] (:_; : . Ly J EEY w_,l_<_/_fdi_w.l\ W—JI—_I.!"_:_’W,;,?\\ i L w al llW g W i g < o
™ v A HEOR} W OO0 11 M N = | s EISEEa AR 1 1 S — - L < 8
— LISLLPITIN - & ARRROOE0E, [[L 777 N o, ’ ’ ; / \ —
ki k0 7 o o
MWl 7720477, ”\ 2 VL s I | it A\ i - \ S Z 2
D z ) / % ! % \::; T ///,/ ' /,/ j /,/ <~
O ! ‘ s g 2 0
8 > 0 —L §§§§§§§§§§§ i (615 "~"..~;';;:‘13 PR A o ‘ PS4 ¢ ; e ; S N A \ o ——- o=k - =g < ¢ NINININININT NN e e e G T <
e @ PrrTo NG e [N g N N B < =
F | b T e e T A T T T T T T e A i L e e
et T 4. ....‘. o '..4 .. N ;: el :.. Tend s .__’__.t/_rli"——;.-;t:'l\—.—..‘——%.——':'-—..—"“._.—.' ~<..: . g/ 4 T ... \\\\\ X X A4 <
8 ) E,'___fl:._-_;‘_',_?‘ i __.~s__'-_'____'_~—'-——~-’—-'-‘——r14-|-ﬁ—=~.=¥.=.=.=r:=r ——————— S~ N T I:‘~~' .7,  =/ T : . | éﬁ%é%féééé \\65 i
‘I 657~ -1 e ! VAVAVAVAS SAVAVAVA. S !
“ \ | |
X ! | \ Il PAVEMENT REMOVAL, |::ULL DERTH & |
l | ! , CLASS D PATCH, 8", 568 SY (THIS SHEET) l
: | STORM MANHOLE FAR SIDE WATER SERVICE | | |
| .' RIM: 655.81 7 EA THIS SHEET | | i
| ! INV: 650.2, 8" NE | | : | T
- | : INV: 648.6, 15" S \— DRIVEWAY PAVEMENT REMOVAL & ; \ SODDING. SALT T OLER:ANT 89 SY (THIS SHEET) :
! ) ) N I
i E CATCH BASIN P:ICC DRIVEWAY PAVEMENT, 6, 2f3 SY i i P |
| . | |
| | RIM: 655.45 REMOVE AND REPLACE STORM SEWER, | I | |
| | INV: 72, 8" E 8" PVC C900, 15 LF | | i | }
i ! INV: 27,8" SW ’ | ! | ! |
| | | i | = |
| | ! i ! ! |
I | | | I | |
' ' | I | [
| | | | | | |
| I I | I | I
| [ ' | I | |
! l | ' I ! {
| 614 | 616 700 | 702 i 704 | 706 | 708 | ,
| ! ! I f | !
665 665
0 10' 20' 40'
SCALE IN FEET
660 660
8" PY/C C900 STORM SEWER —
\\ EXISTING GROUND
. A - /£
655 \\ - — ___ 655
) = e FOR BID - NOT
] = - _
" {e]
T&"MIN : FOR CONSTRUCTION
650 650
\
- \
\ M BURNS
N NN\MSDONNELL
045 \ 045 1431 OPUS PLACE SUITE 400
\— 8" DIP WATER MAIN, 500 LF DOWNEG%% ngA?%/ZEdOIL 60515
LICENSEE NO. 184.001310
640 640 date detailed
JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
’Mdinitﬁl”r;)si:')ect |
630 630 ]
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 LOUIS ST
project contract
122927 |
drawing rev.
615 615 0008 — 0
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T/P: 645.4, 8"
TO BE ABANDONED

INV: 651.0$, 8" W

__________ Sag- v
P

no.| date by | ckd description
| 711 | 713 |1 715 717 0 |7/20/20| CJA | SC | ISSUED FORBID
I | | =
| | | | SANITARY MANHOLE
| | 1 RIM:65180 | |
I r——r—" . — M- —"—"~—"~—"—""~—"~—"~-"-- 4 :
| | | | Tm%% 66"Vlz_ FIRE HYDRANT
: REMOVE AND REPLACE STORM SEWER, LI LIFT STATION TO BE REMOVED
. L ! INV: 639.1, 6" SE
1 8" PVC C900, 15 LF | .
30! BUILDING LINE | I INV: 637.7, 8" S SANITARY MANHOLE
f } l } RIM: B51.76 1 VALVE VAULT
I .
i | PAVEMENT REMOVAL, [FULL DEPTH & INV: $37.3,8"N | | RIM: 652.44
! | CLASS D PATCH, 8",329 SY (THIS SHEET) INV: $37.3,8"S T/P: 645.9’ 8
| | | INV: 649.0, 3"E ! |
CATCHBASIN | NEAR SIDE WATER SERVICE INV: $46.5, 3"E | VALVE VAULT
RIM: B51.08 ! 4 EA THIS SHEET : RIM: 652.20

I | |

' |

! [

v
s -

v LN
<

vy v

I b o
; l g'a IP WATER MAIINZ;Z, L LF

e ¥

/B R — 1/ CUT & CAP
: 1|1
IH |

=\ il :

Pl e B s Wi el Sl A e I I I R {0 SANITARY MANHOLE

f L |+ Rim:es52.08
N @ I 5
M I : L
m = b S
o= N " h

Z = | L]
=m N\ -
G) U) AR X ‘:L= : ;
od !
o PN iy A v AN s v o 4
NN ==rEs .
o Ne) o Jeesr Lo LN T NS S : ' ONNECTION

O N7 T e e T A e i I e N R g R T D e e i .—;;‘:——A——-————f——'—-v’m. A *

O \ \_450 BEND, 8" v 1"vv Y A :

| TsTA 41+77,8R .- |
|
45° BEND, 8" VALVE VAULT

RIM: 651.72

STA: 41+62, 8' L
T/P: 646.7, 8"

|

|
]
COMBINATION CON@?ET? CURB & GUTTER
REMOVAL & REPLACEM% NT, ‘5 LF (THIS SHEET)

DRIVEWAY PAVEMENT REMOVAL &
PCC DRIVEWAY PAVEMENT, 6", 26 SY 8" GATE VALVE &

FIRE HYDRANT, COMPLETE 4' DIA VALVE VAULT #10

STA: 42+52, 24' R RIM: 652.05
CATCH BASIN Y e STA: 42474, 8'R
RIM: 651.13 STORM MANHOLE ,
INV: 646.7, 8" E RIM: 651.59 | ZAI‘EF;\ST'SEVSVE? SERVICE
INV: 646.1, 8" SW INV: 645.3, 8" NE I: :
INV: 645.3. 15" N \_| ) |
IRVPS A ESdDDING, SALT TOLERANT, 57 SY (THIS SHEET)
|
|

|

|

|

|

| |

710 712 ! 714 716

665 665
T 0 10' 20' 40'
: SCALE IN FEET
660 660
655 — 8" PVC C900 STORM SEWER T -
/ EXISTING GROUND T FOR BID - NOT
650 / z /r\ 650
/ S 1
18" MIN_‘ % T S BURNS
| | X = T \\. MSDONNELL
645 X i L 645
il 1431 OPUS PLACE SUITE 400
1 DOWNERS GROVE, IL 60515
1 630-724-3200
8" DIP WATER MAIN, 289 LF T LICENSEE NO. 184.001310
640 640 date detailed
1 JULY 2020 C. APKER
Ii designed checked
il C. APKER S. CREDE
635 6" SANITARY SEWER 635
T Mount Prospect
630 / 630 7
54" SANITARY SEWER Il
625 Il 625 Cook County, lllinois
Il 2020 WATER MAIN IMPROVEMENTS
I PLAN AND PROFILE
620 620 LOUIS ST
T project contract
T 122927 |
: drawing rev.
615 | | | | | | | | | | | | 615 C009 — 0
40+00 40+20 40+40 40+60 40+80 41+00 41+20 41+40 41+60 41+80 42+00 42+20 42+40 42+60 42+80 43+00 43+20 rv—T p— —

I file 122927=CIVIL=LOUIS.DWG



AutoCAD SHX Text
FENCE


Millimeters
‘|||||||‘|||||||‘|||||||‘|||||||‘|||||||‘|||||||‘|||||||‘|||||Iw||||||‘|||||||||‘|||||||||‘|||||||||‘|||||||||‘|||||||||‘|||||||||‘|||||||||‘|||||||||‘||||I||||‘

Scale For Microfilming

Inches

COPYRIGHT © 2020 BURNS & McDONNELL ENGINEERING COMPANY, INC.

no.| date by | ckd description
601 603 605 607 609 611 0 [7/20/20| CJA | SC | ISSUED FOR BID
SIDEWALK REMOVAL &
PCC SIDEWALK, 5", 55 SF (THIS SHEET) FIRE HYDRANT, COMPLETE
! ‘ [ STA: 48+14,24'L
i COMBINATION CONCRETE CURB & GUTTER 30' BUILDING LINE
VALVE VAULT FIRE HYDRANT, COMPLETE REMOVAL & REPLACEMENT, 15 LF (THIS SHEET) FIRE HYDRANT
RIM: 655.86 STA: 45+34, 20' L N TO BE REMOVED
T/P:6506,8" ¢ DRIVEWAY PAVEMENT REMOVAL &
VALVE VAULT NEAR SIDE WATER SERVICE CATCH BASIN ASPHALT DRIVEWAY PAVEMENT, 2", 51 SY (THIS SHEET)
RIM: 655.47 7 EA THIS SHEET RIM: 654.06
T/P: 650.2, 8" 2" GAS " DIP WATER MAIN, 480 LF INV: 652.3, 8" W b
} TOBEABANDONED | /... [ T I s I R o X" R EE 15?55?5 )
< .1 |/ ~EPOXYPAVEMENT .. ./ ks B A P _ I e e s e
S s : ! ______ ,J.: x .,' i g— E== ~ CCiR e 77 -~ SASEISENE — = A o :.I,":’?Ji{T.—;F_—ET_zT -
= SRt CRE N L T A T / D R T e SR R N I Ay S LT o BRSNS S AL S Y @)
2] : .V | i A—y o s SE L p N B ; PR | - N § M & —
VO w S - el . 4 > B e
\ NI \”&\\\\\\2& \6 \s'\\\\ \\\\\ \\\ Mk \\\\\\Q\\%\ \\\\\\\}\}\\‘i 5o
CUT & CAP \ \\\N\\'\\\\\ X S NN X X l ] P O
AL S S SN , A — ]
45+00 1 . U R I ————— i ' ll il ! | Z ()]
%7 | \ l | |‘ _I
! ; \ | | T I
UT-IN CONNECTION | \ { | | z O o
| { * | |
.-" : \ | | i E
;‘ " | SR — i |
________ AN D a3 =
& A AN ST S
0 S R S TR S Y RS &
‘IQ B SRR VPO SO PR S LS S SRR DL, SR |
-' |
““““““““““““ Yo7, VS W
CATCH B
i, [()BI':TVEA\IZC:_EVVEA%JLT 411 RIM: 6 REMOVE AND REPLACE STORM SEWER,
FAR SIDE WATER SERVICE INV: 272, 8" PVC C900, 15 LF
RIM: 655.59 7 EA THIS SHEET INV: 651.9
STA: 45+28, 8' L
STORM MANHOLE
3 \_ PAVEMENT REMOVAL, FULL DEPTH & ~RIM: 654.35
CLASS D PATCH, 8", 529 SY (THIS/SHEET) INV:648.2, 15" N
INV: 648.0, 15" S
! INV: 6518, 8" E
| SODDING, SALT TOLERANT, 89 SY (THIS SHEET)
600 602 604 606 608 610 ,
665 665
0 10' 20' 40'
SCALE IN FEET
660 660
EXISTING GROUND 8" PVC C900 STORM SEWER 3\
L \
655 — — \ 655
z \ — — FOR BID - NOT
= |
pE FOR CONSTRUCTION
650 —H 18" MIN 650
\
N O BURNS
\ N\MSDONNELL
645 \\ 645
— 8" DIP WATER MAIN, 480 LF 1431 OPUS PLACE SUITE 400
DOWNERS GROVE, IL 60515
630-724-3200
LICENSEE NO. 184.001310
640 640 date detailed
JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
'Mdilntﬁl’;tosﬁect |
630 630
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 ALBERT ST
project contract
122927 |
drawing rev.
615 615 Cco010 — 0
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1 2 3 4 5 6 7 8 9 10 11 12 13 14
no.| date by | ckd description
613 615 617 619 621 623 625 0 |7/20/20| CJA | SC ISSUED FOR BID
FIRE HYDRANT 30' BUILDING LINE
TO BE REMOVED FIRE HYDRANT, COMPLETE
_\ / STA: 51+70,24' L
COMBINATION CONCRETE CURB & GUTTER
NEAR SIDE WATER SERVICE REMOVAL & REPLACEMENT, 5 LF (THIS SHEET)
6 EA THIS SHEET " DIP WATER MAIN, 500 LF
CATCHBASIN B
' o5 % | |F|{\1”\\//|-: gfé 27 385'VV' R G 651
"~ l~ T .~ - | " "= |."' ‘ ..q.. Y A I — l ___________________ : e ., % .. o
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) % §§§§§§§§ i 1 15 e
4% = | é
2N 4% [ A - - -
TRERE i
DRIVEWAY PAVEMENT REMOVAL &
FAR SIDE WATER SERVICE CATCH BASIN REMOVE AND REPLACE STORM SEWER, ASPHALT DRIVEWAY PAVEMENT, 2", 67 SY (THIS SHEET)
6 EATHIS SHEET 8" GATE VALVE & RIMt 650.73 8" PVC C900, 15 LF
'4' DIA VALVE VAULT #12_ INV'.6473.27,88" v5 \
RIM: 651.46 ’ STORM MANHOQLE
STA: 51+79, 7' L RIM: 651.47
:Ex gjj-g’ ]g ':' PAVEMENT REMOVAL, FULL DEPTH &
INV: 648.0. 8" E CLASS D PATCH, 8", 552 SY (THIS SHEET)
SODDING, SALT TOLERANT, 63 SY|(THIS SHEET)
612 614 616 618 620 622 624 ,
665 665
0 10' 20' 40'
SCALE IN FEET
660 660
655 8" PVC C900 STORM SEWER — 655
- - \\ EXISTING GROUND FOR BID - NOT
B —— S — P I J FOR CONSTRUCTION
650 I \ - S 650
* =
18" MIN o S BURNS
o N\MSDONNELL
645 X 645
\ T 1431 OPUS PLACE SUITE 400
\ DOWNERS GROVE, IL 60515
\ 630-724-3200
\ LICENSEE NO. 184.001310
\ 640 date detailed
640 \_ 8" DIP WATER MAIN, 500 LF JULY 2020 C. APKER
designed checked
C. APKER S. CREDE
635 635
'Mdilntﬁl’;tosﬁect |
630 630 7]
625 625 Cook County, lllinois
2020 WATER MAIN IMPROVEMENTS
PLAN AND PROFILE
620 620 ALBERT ST
project contract
122927 |
drawing rev.
615 615 CoO11 = 0
50+00 50+20 50+40 50+60 50+80 51+00 51+20 51+40 51+60 51+80 52+00 52+20 52+40 52+60 52+80 53+00 53+20 53+40 53+60 53+80 54+00 54+20 54+40 54+60 54+80 55+00 sheet 14 of 18 sheets

file 122927 CIVIL_ALBERT.DWG



AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
PILLAR

AutoCAD SHX Text
PILLAR


1 2 3 4 5 6 7 8 9 10 11 12 13 14
no.| date by | ckd description
627 629 631 633 | 0 [7/20/20| CJA | SC ISSUED FOR BID
CATCH BASIN
RIM: 649.12
INV: 646.7, 8" W FIRE HYDRANT

FIRE HYDRANT, COMPLETE
f STA: 56+89, 24' L

|
|
|
{
TO BE REMOVED |
|
|
|
|
|
|

30' BUILDING LINE
REMOVE AND REPLACE STORM SEWER, /

/ / 8" PVC C900, 15 LF

NEAR SIDE WATER SERVICE
4 EA THIS SHEET

VALVE VAULT
RIM: 650.31
T/P: 645.4, 8"

COMBINATION CONCRETE CURq & GUJ}TTER
REMOVAL & REPLACEMENT, 5 LF (THIS SHEE

7T UYU

o :ig TR S IR B/ S Y- e ; a‘r """"""""""" o \ i: TOBE ABAND&PNED
. -‘ /4-'4 ‘ 4,,‘65“0’ :’ ———————————————— _'___———*jl?'_ __—'_::_____:__-PA:} j(,:QNCﬁETE‘L__;__—«_’r_—— *' ,/ ‘ « 4 ‘ ‘ :4 ~. q“_"_:/_q 4’/—:‘-]ZL/:—‘——}L——_'_:__/’/;_—:_—_i_-;: : - I‘"
L e tutl : ; LU ]
SN ) | e "““‘ f=pFegmr if e "—@W: o A CUT-IN CONNECTION
Z7 ~ N 7 g i
////,%/é//// ///%/7//////7//4%////4/ 5777 R o

=
|
4 T

—

ALBERT STREET

WELLER CRE

__;“\__ - ——~< :
‘\\ |
\ \ 8" WATER MAIN

=

110D ©MA 33S
00+GS VLS ANIMHOLVIN

FAR SIDE WATER SERVICE
4 EA THIS SHEET

- PAVEMENT RET\/IOVAL, FULL DEPTH &
CLASS D PATCH, 8", 301 SY (THIS SHEET)

|
I
|

Scale For Microfilming

Millimeters

Inches
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\— CATCH BASIN

—RIM:649.15

\— SODDING, SALT TOLERANT, 76 SY (THIS SHEET)

8" GATE VALVE &
4' DIA VALVE VAULT #13

COPYRIGHT © 2020 BURNS & McDONNELL ENGINEERING COMPANY, INC.

INV: 646.4, 8" E RIM: 649.96
INV: 646.4, 8" W STA: 57+81, 7' L
! |
!
- STORM MANHOLE '
RIM: 649.31 DRIVEWAY PAVEMENT REMOVAL & =
INV: 643.2, 24" N PCC DRIVEWAY PAVEMENT, 6", 51 SY (THIS SHEET)
INV: 643.2, 24" S
INV: 645.9, 8" E =
626 628 630 632 ,
665 665
— 0 10' 20' 40'
: SCALE IN FEET
660 660
655 655
EXISTING GROUND Ii FOR BID - NOT
650 / —\ — 650
- L
/ z + O BURNS
. o T N\\.MEDONNELL
645 18" MIN " 645
\ 1 s 1431 OPUS PLACE SUITE 400
1 DOWNERS GROVE, IL 60515
630-724-3200
+ LICENSEE NO. 184.001310
1 date detailed
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" 8" DIP WATER MAIN, 293 LF 1 JULY 2020 C. APKER
: designed checked
| C. APKER S. CREDE
635 635
T Mount Prospect |
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625 54" SANITARY SEWER il 625 Cook County, lllinois
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1 PLAN AND PROFILE
620 620 ALBERT ST
+ project contract
+ 122927 |
Ii drawing rev.
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1 2 3 4 5 6 7 8 9 10 11 12 13 14
no.| date by | ckd description
0 |7/20/20| CJA | SC ISSUED FOR BID
NEW BASE COURSE
(SEE NOTES BELOW) NEW ASPHALT, 3" MIN. THICKNESS
(SEE NOTES BELOW)
1.66" MIN. .
2.35" MAX. TRUNCATED DOME SLOPE'/FT PAVEMENT. SAW CUT 2 2 SAW CUT
EDGE EDGE
S—— < NOTES: T2 —T 2 T RN Gl 45 40 MIN R S > NN WO
P P \Z Y to. & L4 KKK | - . AP AR . 4 .4 . .. S .

Y Y Y = ' '5\ PRI I 2//://\‘// 3T X / < e é\ S e Tag el

V7. N7, N7\ ¢ 1. THE MAXIMUM SLOPE OF THE SIDE FLARE FOR TYPE B RAMPS N 44 REBAR CONTINUOUS . A : - % = i

& Z 0.4" SHALL BE 1:10. HOWEVER, IF THE WIDTH OF THE LANDING \ ! \_ BETWEEN EXPANSION #4 REBAR CONTINUOUS

o —l = I AREA BETWEEN THE TOP OF THE RAMP AND AN OBSTRUCTION JOINTS BETWEEN EXPANSION
V7. N7, N7\ 3) — 02 IS LESS THAN 4-0" THEN THE MAXIMUM SLOPE SHALL BE 1:12. JOINTS 1 1" EXISTING BASE
O—&—® 0 Joo|-_1 DEPRESSED CURB BARRIER CURB TYPE B-6.12
o 2. ALL SLOPE RATIOS ARE EXPRESSED AS UNITS OF VERTICAL : VARIES EXISTING BASE
DISPLACEMENT TO UNIT OF HORIZONTAL DISPLACEMENT (V:H). SLOPE &'/ FT COMPACTED CA-6
SQUARE PATTERN TRUNCATED DOME DETAIL TRENCH BACKFILL
PAVEMENT. " —L -4
DETECTABLE WARNING DETAIL _\ TS 4 4 —TI_
N.T.S. | <. ;__" ol
* IF STANDARD 6" CURB IS USED: L 1| 12" MIN. #4 REBAR CONTINUOUS
SIDE FLARES WILL BE 5' IN WIDTH #4 REBAR CONTINUOUS BETWEEN EXPANSION
AND RAMP WILL BE 6' IN DEPTH — ?SITI\\IAT/EEN EXPANSION / I COINTS NOTES:
ROLL CURB
PRECAST ADA PANEL(S) I #4 REBAR CONTINUOUS - 1. SURFACE REPLACEMENT SHALL BE HMA SURFACE COURSE MIX D, N50 AS
PRECAST ADA PANEL(S) SII3VE|\|/3V$HL|K AS APPROVED BY THE RAMP WIDTH . BETWEEN EXPANSION DEFINED IN SECTION 406 OF THE ILLINOIS STANDARD SPECIFICATIONS
PN R VILLAGE ENGINEER ~ —— 3 JOINTS 1 PINCHED GAP TO ALLOW FOR ROAD AND BRIDGE CONSTRUCTION.
13" DIA. SMOOTH 18" / ;
FOR 1" EXPANSION
DEPRESSED CURB (TYPE B) BARRIER CURB (TYPE B) BAR LUBRICATED —/\ 2. THE THICKNESS OF THE BASE COURSE SHALL BE 8", OR MATCH THE
EXISTING PAVEMENT BASE THICKNESS, WHICHEVER IS GREATER.
o> - 3. IF THE BASE OF THE EXISTING PAVEMENT IS CONCRETE, THE BASE OF
o NOTES: THE PAVEMENT PATCH SHALL ALSO BE CONCRETE.
I I I EE—
| | | | | 1. T= PAVEMENT THICKNESS. S \ ° IF THE BASE OF THE EXISTING PAVEMENT IS NOT CONCRETE, THE BASE
36" MIN I SIDEFLARE | 3s"MIN | SIDE FLARE | T - N i OF THE PAVEMENT PATCH MAY BE ONE OF THE FOLLOWING AS
2. ALL CURB AND GUTTER TO BE INSTALLED ON 4" COMPACTED STONE — APPROVED BY THE VILLAGE:
TYPE A BEDDING. \ 3
—_— #4 REBAR CONTINUOUS

TYPEB

Village of Mount Prospect
Public Works Department
1700 W. Central Rd.

ADA RAMP DETAIL

Last Revised: 8-09

H:\Engineering\Reference\Details\VillageStandards\ADA RAMP DETAIL.dwg

3. EXPANSION JOINTS SHALL BE DOWELED AND SPACED 60' ON CENTER,
AT ALL TANGENT POINTS OF RADIUS, 5" EITHER SIDE OF ALL UTILITY

BETWEEN EXPANSION JOINTS

STRUCTURES AND BETWEEN NEW AND EXISTING CURB.

4. EXPANSION JOINT MATERIAL SHALL BE PLACED BEHIND ALL CURB
ABUTTING CONCRETE PAVEMENT OR SIDEWALK.

Village of Mount Prospect

Public Works Department
1700 W. Central Rd.

5. CONTROL JOINTS SHALL BE SAW CUT A MINIMUM OF 1 /4" AT 15' ON
CENTER.

CURB AND GUTTER DETAIL

Last Revised: 8-09

H:\Engineering\Reference\Details\VillageStandards\CURB AND GUTTER DETAIL.dwg
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W |

PROPERTY

LINE OR
SIDEWALK

FENCE AT DRIP LINE

(CRITICAL ROOT ZONE)
UNLESS SPECIFICALLY
EXEMPTED IN WRITING

TREE PROTECTION
FENCE

4
;

RN
=~

*D

ZNSN RN

ALY

|
MINIMUM REQUIRED SEPARATIDNJ) ! MINIMUM REQUIRED SEPARATION

N\

1.75" o
oi
9" 1.5" 1.38"

PER MANUFACTURER'S SPECS)
|

| 22.75" DIA

(
|
‘ I 21" DIA.

t

w
X

Dy
A

N

7 )

A4 —
—] -

NN

*= MINIMUM 6’ FROM THE
TREE TO NEW PAVEMENT

*D= MINIMUM REQUIRED
DISTANCE BETWEEN
EXCAVATION PAVING,
ETC. AND CENTER
OF TREE.

CRITICAL ROOT ZONE

Village of Mount Prospect
Public Works Department
1700 W Central Rd

TREE PROTECTION DETAIL

Scale: None |

Last Revised: 4-12

H:\Engineering\Reference\Details\VillageStandards\TREE PROTECTION DETAIL.dwg

2 2 PER MANUFACTURER'S SPECS
| 24" DIA. | 1 _’|1 — T ( )
|
36" DIA.
| |
MINIMUM REQUIRED SEPARATION - -
SECTION A-A SECTION B-B SECTION C-C
TREE DIAMETER *D AST LID LID
4% ABOVE GROUND CAST FRAME CAST OPEN LID CAST SO
<3 %
3-4* 2%
NOTES:
5-9 5%
, ’ 1. APPROVED MANUFACTURER'S PRODUCT NUMBERS FOR FRAMES AND LIDS:
10-14 10 - PAVED AREAS (SOLID LID): EAST JORDAN 1050, EXTRA HEAVY DUTY, TYPE A SOLID COVER
15197 12 - PAVED AREAS (OPEN LID): EAST JORDAN 1050, EXTRA HEAVY DUTY, TYPE 1020M1 GRATE
- NON-PAVED AREAS (SOLID LID): EAST JORDAN 1050, MEDIUM DUTY, TYPE A SOLID COVER
19 15’ - NON-PAVED AREAS (OPEN LID): EAST JORDAN 1050, MEDIUM DUTY, TYPE 01 BEEHIVE GRATE

2. SANITARY FRAMES AND COVERS FOR MANHOLES LOCATED WITHIN FLOODPLAIN AREAS AND HAVING A RIM ELEVATION BELOW THE FLOOD
PROTECTION ELEVATION SHALL BE WATER TIGHT, LOCK TYPE COVERS- NEENAH NO. R-1755-B OR APPROVED EQUAL.

3. ALL SANITARY LIDS MUST BE GASKET TYPE WITH CONCEALED PICKHOLES.

4. SOLID LIDS FOR VILLAGE OWNED STRUCTURES MUST HAVE THE WORDS "VILLAGE OF MOUNT PROSPECT" AND HAVE THE NAME OF THE UTILITY
(WATER-SANITARY-STORM) CAST INTO THE LID.

5. OPEN LIDS MUST HAVE THE WORDS "DUMP NO WASTE, DRAINS TO WATERWAYS" CAST INTO THE LID.

6. OTHER MANUFACTURER'S PRODUCTS OF EQUAL SPECIFICATION MAY BE SUBSTITUTED AT THE APPROVAL OF THE VILLAGE ENGINEER.

Village of Mount Prospect
Public Works Department
1700 W. Central Rd.

FRAMES AND LIDS

Last Revised: 8-09

H:\Engineering\Reference\Details\VillageStandards\FRAMES AND LIDS.dwg

A. CONCRETE

B. HMA SURFACE COURSE MIX D, N50 AS DEFINED IN SECTION 406 OF
THE ILLINOIS STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION.

C. HMA BINDER COURSE, IL-19.0 AS DEFINED IN SECTION 406 OF THE
ILLINOIS STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE
CONSTRUCTION.

4. WHERE THE EXISTING PAVEMENT BASE IS CONCRETE, THE CONCRETE
BASE OF THE PATCH SHALL BE DOWELED INTO THE ADJACENT
PAVEMENT USING 1 %4" DOWELS AS DIRECTED BY THE VILLAGE.

Village of Mount Prospect

Public Works Department
1700 W Central Rd

PAVEMENT RESTORATION DETAIL

Scale: None | Last Revised: 09-13

H:\Engineering\Reference\Details\VillageStandards\PAVEMENT RESTORATION DETAIL.dwg

PAVEMENT

6" P.C.C. DRIVEWAY

2" AGGREGATE
BASE COURSE CA-6

CONCRETE DRIVEWAY

]
PR
P

1/2" EXPANSION JOINT

CONSTRUCTION
JOINTS 5' TYP.

—

o S - B A R KR Y
L R A e L
L A Lo S
.o T R I L
. 2 . 4Te %

N NN A PR ¢ T RRRRRRL NN RRRLRL”
R, - 3" w, . N N A R A T o e I e e T T e PR
/,\\/ 7 \\://\\ \//\\/ 7= f ’ 4 =0a<0s s \\//\\

|
L

" BITUMINOUS CONC. SURFACE
COURSE MIXTURE C, CLASS 1, TYPE 3

8" AGGREGATE BASE
; COURSE CA-6

r) O -
)o%2e =200

ASPHALT DRIVEWAY

/ﬁ DRIVEWAY
I

| SIDEWALK

‘. e . - N :
S B S R NEW
IR 2V EEE AT SA : A PR e
. a4 T, 4 9. . o CO R
e S S TR N PRI T E

e —_ - IR 4

\ (SEE SECTION ABOVE)

Vi

BARRIER CURB AND GUTTER 4/

(DEPRESS ACROSS DRIVEWAY)

NOTES:

N =

ALL OTHER AREAS IN R.O.W.

SIDEWALKS MUST HAVE A PLAIN BROOM FINISH.
NO WIRE MESH ALLOWED IN SIDEWALKS AND APRON.
3. SIDEWALK SHALL BE 6" THICK THRU DRIVEWAY AND 5" THICK IN

4. MAXIMUM DRIVEWAY WIDTH ON PRIVATE PROPERTY SHALL BE
DETERMINED BY VILLAGE CODE: 14.2215
DRIVEWAY APPROACH PER VILLAGE CODE SECTION: 16.306 )
SIDEWALK IN R.O.W. PER VILLAGE CODE SECTION: 16.307 Last Revised: 8-09

MAX. 3' WIDER
THAN DRIVEWAY
@ PROPERTY LINE

Village of Mount Prospect
Public Works Department
1700 W. Central Rd.
RESIDENTIAL DRIVEWAY APRON DETAIL

H:\Engineering\Reference\Details\VillageStandards\RESIDENTIAL DRIVEWAY APRON DETAIL.dwg

FOR BID - NOT
FOR CONSTRUCTION

O BURNS
N\ MEDONNELL

1431 OPUS PLACE SUITE 400
DOWNERS GROVE, IL 60515

630-724-3200

LICENSEE NO. 184.001310

date detailed

JULY 2020 C. APKER
designed checked

C. APKER S. CREDE

Mount Prospect

Cook County, lllinois

2020 WATER MAIN IMPROVEMENTS

TYPICAL DETAILS

project contract
122927 |
drawing rev.
C101 = 0
sheet 16 of 18 sheets
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1 2 3 4 6 7 8 10 11 12 13 14
no.| date by | ckd description
NOTE 8 \ 1-0" 0 |7/20/20| CJA | SC ISSUED FOR BID
GRASS AREAS PAVED AREAS T T TTTI]
V VYV VYV VYV VYV / 9" ’ NOTE 4
A AR, ] ~
. olgr
ECCENTRIC CONE
Z SECTION 2 SECTION VALVE BOX, TYLER
= 664-S WITH ROAD BOX STABILIZER AR FINAL PARKWAY GRADE
E?, . N el UU :ﬂﬁm%MﬁjﬁM%U:‘ =l
» e SCREW TYPE Al I il
0 d N4 ADJUSTMENT E N[ ALL=IF
i Sy S ——'T:} VY] el FOR DEPTH. - NT 7] I e
s S =T & 4 H ==
. . === W NI A=
4 g 6" WALL THICKNESS :’H\gmg[\‘ = N g E: ﬁ \g\
: N L

@

NOTES:

®®E

LIFTS

®

GRASS AREAS IN R.O.W. MUST BE RESTORED WITH 4" OF TOP SOIL AND SOD
SEE PAVEMENT RESTORATION DETAIL FOR PATCHING REQUIREMENTS

UNDER GRASS AREAS BACKFILL WITH EXCAVATED MATERIAL PLACED AND COMPACTED IN 12"

UNDER, AND WITHIN 2' OF PAVEMENT, CURB & GUTTER, AND SIDEWALK, BACKFILL WITH CA-6

MATERIAL IN 9" LIFTS COMPACTED TO 95% MAX. DENSITY

BUT NO LESS THAN 4"

@ @ ®E

CA-11 STONE BACKFILL PLACED AND COMPACTED IN 6" LIFTS

CA-11 STONE BEDDING. MINIMUM THICKNESS = 1 /4 OF THE OUTSIDE DIAMETER OF THE PIPE,
UNSUITABLE MATERIAL TO BE REMOVED AT THE DIRECTION OF VILLAGE ENGINEER, AND
REPLACED WITH COMPACTED CA-11 STONE

THE TRENCH WIDTH SHALL BE AT LEAST 18" WIDER THAN THE OUTSIDE DIAMETER OF THE PIPE

Village of Mount Prospect
Public Works Department
1700 W. Central Rd.

TRENCH SECTION DETAIL

Last Revised: 8-09

H:\Engineering\Reference\Details\VillageStandards\TRENCH SECTION DETAIL.dwg

_. PRE-CAST VAULT
. " SECTION

CONCRETE BLOCKS
FOR SUPPORT

4" CA-11

8" WATERMAIN & SMALLER

NOTES:

1. VALVES 8" AND SMALLER SHALL BE MUELLER RESILIENT WEDGE VALVES, #A-2360-20, NONRISING STEM GATE VALVES

CONFORMING TO AWWA C-500. VALVES SHALL OPEN COUNTERCLOCKWISE.

2. PRECAST SECTIONS SHALL BE JOINED WITH TONGUE AND GROOVE JOINTS SEALED WITH MASTIC TYPE BITUMINOUS

JOINTING COMPOUND.

3. PRECAST CONCRETE BARREL SECTION ASTM C-478 AND ASTM C-443.

4. PRECAST CONCRETE RING CONSTRUCTION ASTM C-478-64T ADJUSTMENT TO 12" MAXIMUM, USING THE MINIMUM NEEDED
TO ACHIEVE THE DESIRED ELEVATION - 3 RINGS MAXIMUM. RUBBER NOISE RINGS SHALL BE USED IN ALL TRAFFIC AREAS.

5. PIPE OPENINGS TO BE CAST INTO WALL.

6. ALL VAULTS ARE TO HAVE CONES INSTALLED SO THAT CENTER OF COVER IS DIRECTLY ABOVE VALVE OPERATOR.

7. 1" MUELLER H-15000 CORPORATION STOP MUST BE TAPPED DIRECTLY INTO MAIN
BE REQUIRED AT THE DIRECTION OF THE VILLAGE).

8. APPROVED MANUFACTURER'S PRODUCT NUMBERS FOR FRAMES AND LIDS:
- PAVED AREAS: EAST JORDAN 1050, EXTRA HEAVY DUTY, TYPE A SOLID COVER
- NON-PAVED AREAS: EAST JORDAN 1050, MEDIUM DUTY, TYPE A SOLID COVER

AT EACH VALVE VAULT( TWO TAPS MAY

Village of Mount Prospect

PROVIDE %" C.Y. (MIN.)—_ /[ |
11 J4" WASHED STONE ]
WITH NO FINES FOR
DRAINAGE

!
T

|
AT §
EE \

T sz 2! R

B e w3y ey e e s o it

e = == = == = == =7 ===t "

1*”1\“:\”%m;”\:m m: || =Y =T
Hi‘

CONCRETE BLOCK

FLANGED JOINT ONLY

NOTES:

S ‘ S el
olrs CLASS 56 2 &=
T TT— RN St 4 T l.; i

=1 <[l ==l

L7276 BURY MIN.

BACK AND BOTTOM OF
HYDRANT TO BE
PLACED AGAINST
UNDISTURBED SOIL

DO NOT BLOCK DRAIN HOLES

1. ALL HYDRANTS SHALL BE MUELLER SUPER CENTURION 250 A-423 OR APPROVED

EQUAL WITH 5- 4" MAIN VALVE, (2) 2 -%"HOSE NOZZLE, (1) - 4-)4"

PUMPER NOZZLE

ALL NATIONAL STANDARD, 1 /5" PENTAGON, OPEN LEFT (COUNTER-CLOCKWISE) 6'

BURY.

2. PROVIDE 6" N.R.S. RESILIENT WEDGE GATE VALVE AND VALVE BOX WITH "WATER"

CAST INTO THE LID, MUELLER A-2360-16 OPEN LEFT.

3. ZINC CAPS WILL BE REQUIRED ON ALL MECHANICAL JOINT FITTINGS.

Village of Mount Prospect

Public Works Department
1700 W. Central Rd.

GATE VALVE DETAIL

Public Works Department
1700 W. Central Rd.

FIRE HYDRANT DETAIL
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PROVIDE ADEQUATE
FROST / EXPANSION LOOP

CORPORATION STOP
MUELLER H-15000 SERIES
LOW LEAD

NOTES:

CLEARLY LABELED OR MARKED.

DIAMETER OR SMALLER.

B-BOX.

TYPE K COPPER 1%2" MIN.
W/ FLARED CONNECTION

"WATER" ON LID ——\ /-FINAL GRADE

MIN. 2" I.D.

SEENOTES #2,5,6

SEE NOTE #5

SUPPORT

6-16" MUELLER DOUBLE STRAP
BRASS SERVICE SADDLE, LOW
LEAD H-16000 SERIES

1. ALL BRASS FITTINGS, SUCH AS TAILPIECES, VALVES, CORPS, FLANGES, STRAINERS, SHALL BE
NO LEAD, LOW-LEAD OR ENVIROBRASS CONFORMING TO 2014 EPA REQUIREMENTS SHALL BE

2. AMINIMUM OF 10' SEPARATION MUST BE MAINTAINED BETWEEN THE NEW WATER SERVICE AND
THE EXISTING SANITARY SERVICE, AND 2' SEPARATION BETWEEN THE NEW TAP AND ANY
EXISTING TAPS ON THE MAIN (INCLUDING ANY ABANDONED TAPS).

3. THE NEW B-BOX MUST BE CENTERED IN THE PARKWAY, AND MUST BE AT LEAST 2' FROM ANY
SIDEWALK, DRIVEWAY, CURB OR HYDRANT.

4. THE NEW WATER SERVICE SHALL BE AUGERED UNDER THE STREET PAVEMENT AS NECESSARY,
NO OPEN CUTS ACROSS THE STREET SHALL BE PERMITTED.

5. CURB STOPS AND B-BOXES SHALL BE REQUIRED FOR ALL WATER SERVICES TWO INCHES (2") IN

6. 172" - 2" MUELLER MARK Il ORISEAL H-15154 LL CURBSTOP (FLARED TYPE ONLY) WITH H-10304 LL

7. ANY SIZE WATER SERVICE IN PAVED AREAS SHALL HAVE A SADDLE TYPE MUELLER H-10336 WITH
A H-10394 LL FOOT PIECE FOR 1%2" SERVICE OR H-10395 LL FOOT PIECE FOR 2" SERVICE.

8. MINIMUM 1 FOOT OF COMPACTED CLAY OVER TOP OF COPPER PIPE.

9. CONTRACTOR SHALL PERFORM ALL PRESSURE TAPS LIVE.

Last Revised: 8-09
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Village of Mount Prospect
Public Works Department
1700 W Central Rd

B-BOX DETAIL

Scale: None Last Revised: 1-16

"WATER" ON LID —\

/FINAL GRADE

<

7 SUPPORT

MUELLER DOUBLE STRAP BRASS
SERVICE SADDLE, LOW LEAD

H-16000 SERIES
NOTES:

LABELLED OR MARKED.

EXISTING TAPS ON THE MAIN (INCLUDING ANY ABANDONED TAPS).

SIDEWALK, DRIVEWAY, CURB OR HYDRANT.

NO OPEN CUTS ACROSS THE STREET SHALL BE PERMITTED.

DIAMETER OR SMALLER.

6. 172" - 2" MUELLER MARK Il ORISEAL H-15154 LL CURBSTOP (FLARED
B-BOX.

8. MINIMUM 1 FOOT OF COMPACTED CLAY OVER TOP OF COPPER PIP

9. CONTRACTOR SHALL PERFORM ALL PRESSURE TAPS LIVE.
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1. ALL BRASS FITTINGS, SUCH AS TAILPIECES, FLANGES, STRAINERS,
LOW-LEAD OR ENVIROBRASS CONFORMING TO 2014 EPA REQUIREMENTS SHALL BE CLEARLY

COPPER TO 1" OR %"
EXISTING LEAD SERVICE
(FORD LEAD PACK)
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TYPE K COPPER 172" MIN. X KK .
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REDUCER 12" COPPER
TO 1" OR %" COPPER

TYPE K COPPER 12" MIN.
W/ FLARED CONNECTION

SHALL BE NO LEAD,

2. A MINIMUM OF 10' SEPARATION MUST BE MAINTAINED BETWEEN THE NEW WATER SERVICE AND
THE EXISTING SANITARY SERVICE, AND 2' SEPARATION BETWEEN THE NEW TAP AND ANY

3. THE NEW B-BOX MUST BE CENTERED IN THE PARKWAY, AND MUST BE AT LEAST 2' FROM ANY

4. THE NEW WATER SERVICE SHALL BE AUGERED UNDER THE STREET PAVEMENT AS NECESSARY,

5. CURB STOPS AND B-BOXES SHALL BE REQUIRED FOR ALL WATER SERVICES TWO INCHES (2") IN

TYPE ONLY) WITH H-10304 LL

7. ANY SIZE WATER SERVICE IN PAVED AREAS SHALL HAVE A SADDLE TYPE MUELLER H-10336 WITH
A H-10394 LL FOOT PIECE FOR 12" SERVICE OR H-10395 LL FOOT PIECE FOR 2" SERVICE.

E.

DRIVEWAY APRON

Village

of Mount Prospect

Public Works Department

1700 W Central Rd

B-BOX - COPPER TO LEAD SPLICE DETAIL

Scale: None

Last Revised: 3-15

H:\Engineering\Reference\Details\VillageStandards\B-BOX DETAIL.dwg

H:\Engineering\Reference\Details\VillageStandards\B-BOX COPPER TO LEAD SPLICE DETAIL.dwg

DRIVEWAY —

SIDEWALK — - -

nA

v

v

s

v v

1 8"

18"

NOTES:

1. 1/2" FIBER EXPANSION MATERIAL ON ALL FACES OF BOX OUT.
B-BOX SHALL BE FLUSH WITH TOP OF CONCRETE APPROACH.

BOX OUT DETAIL

NOT TO SCALE

FOR BID - NOT

FOR CONSTRUCTION

O BURNS
N\ MEDONNELL

1431 OPUS PLACE SUITE 400
DOWNERS GROVE, IL 60515
630-724-3200
LICENSEE NO. 184.001310

date detailed

JULY 2020 C. APKER
designed checked

C. APKER S. CREDE

Mount Prospect

Cook County, lllinois

2020 WATER MAIN IMPROVEMENTS

TYPICAL DETAILS

project contract
122927 |
drawing rev.
C102 =— 0
sheet 17 of 18 sheets

file 122927 DETAILS.DWG




1 2 3 4 5 6 7 8 ‘ 9 10 11 12 13 14

Millimeters

Scale For Microfilming

Inches

mn\mmJmmmmm\mm\umh\umn\|||||wmm\”mm|\|mm”\mmm\”mmmmm”\mmm\”mm|\””|m|\””|””\

COPYRIGHT © 2020 BURNS & McDONNELL ENGINEERING COMPANY, INC.

no.| date by | ckd description
0 |7/20/20| CJA | SC ISSUED FOR BID
Longitudinal joint - Exist. pav’'t
CLASS C ¢ /7 %ngd (dome‘i)pe:oﬁo‘m or | / _ QD _ ‘\\ |
- (.900) formed (two operations) Kf ; N 4& R 44 R 44 45
o Angles not less than 60° \\\K/; 44 QA 44 ’ 44 44 44 44 Qd 46 J //§\ | S q o
I_>A / T o /// ¢ 3 a9, a0 < 2 a9 a9 o 9 N2 Variable
\ o gle SECTION A-A SECTION B-B
36 (900) A NIES
\ min. min. w : = ¢ .
Existing longitudinal joint \ olo Exist. pav't Exist. pav't Sawed aroove N
: N\ o re ) P 2 //ﬁ _ /V//A N \Uf]
r 3 r 3 r 3 Z R 7 e 7 T S
B B B B B B | S A S | |
R | \ ', width \ 4-0” (1.2 m) to | ¢
L D of pav't. ‘ 6'-0" (1.8 m) '
La L 7 SECTION C—C SECTION D-D DETAIL OF SAWED
A \\ | C L Angles not less fthan 60° CONTRACTION JOINT
Angles not less than 60°
Note:
Longitudinal joints shallbe as detailed on Standard 420001, except
tfie bars are not required for patftches 20'-0" (6.0 m)or less in length.
i A CLASS D
r’A Nﬁg\es noT less Then eo” Y Existing longitfudinal joint
36 (900) 4-0r .2 m \/GHGDI:‘e |
min. e . r’ ‘ Variable
Variable f—
q = VA — -
3 _ B .
r 1 3 3 r L/\j_‘ Q\J
B B B B B B r _l B B r _i
L,p B ; ‘ B B B
L g
L> A ZAmges not essx L’ ¢ \\ Angles not less than 45° L F L G
than 60° ¢ o
¢ 3'-0" (0.9 m) to
¢ Construction joint Exist. pav’'t \ [‘L /k Exist. pav’t | ‘ 5-0" (1.5 m) |
..... / S /A o AR &a T A N Nttt ~
G i KY ::::: R | N
AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA ‘ Variable Exist. pav’t L 4 6Oﬂ(21 ;.) '\o ! Exist. pav't
S SECTION E-E
SECTION A-A SECTION B-B SECTION C-C SECTION D-D
(Built in two operations)
GENERAL NOTES
Construction joint ¢ ‘ Existing fie bars shallbe either cut or removed.
¢ Marginalbars shallbe cut.
x 3'-07 (0.9 m) to | ) ) o .
520" (1.5 m) Alldimensions are in inches (millimeters)
\\\(/; K/&\Q \V/ AAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAAA B E\Vﬁ/\ : unless otherwise shown.
Z ORI G S A S 2 | X DATE REVISIONS
@ lllinois Department of Transportation \ AAAAAAAA 1-1-08 Switched units to CLASS c and
e o | e D PATCHES
o e e f SECTION F-F SECTION G-G 1-1-07 |Revised Note for ~C
f//?”vi 7’{0/; ; (Built in two operations) 2050 - PoTenes. STANDARD 442201_03 l |
A/\ ' ' — g
_ [
z
=
| T N
.
> A
2' MIN.
UNDISTURBED
TRENCH WALL
POURED CONCRETE
THRUST BLOCK \ FOR BID - NOT
CASING PIPE
CARRIER PIPE S | FOR CONSTRUCTION
CASING SPACER (TYP.) co_
BRICK & MORTAR = | \ BUCRNS
BULKHEAD © N\\.MSDONNELL
gﬁ‘EL\E”L*';“FfAE\'\[/)IE 1431 OPUS PLACE SUITE 400
OVERFLOW FEATURE SECTION A A DOWNERS GROVE, IL 60515
A <€ LICENSEE NO. 184.001310
SECTION | HANDLES FOR date detailed
BOLTS (TYP.) _ = | EASY REMOVAL JULY 2020 C. APKER
r _% designed checked
1 MAX 5' MAX (TYP.) CrMAX  1'MAX — C. APKER S. CREDE
T
] }’\_’ N  — N R ‘
: ) N \2\{:/\‘ Z\Q}\z;\\ IR R Mount Prospect
' T | \ /:Q\{}J\{\\Q;/j/\ STAINLESS STEEL BAND
] g\;fg;ig}@f;:)g\ (HEMMED INTO BAG) -
SN
/f\/\\/}‘y\?\\jﬁ O~
— — — ==t — — =11 — ==t — — ==t — RN
>
<> 4 POLYPROPYLENE
| POLYESTER MESH FI'I\'I—IIE'; Eﬁ?g‘f GENERAL NOTES: Cook Countv. Illinois
gl unty, lllinoi
A I 3 REINFORCEMENT ( ) 1. THRUST BLOCKING TO PREVENT MOVEMENT OF LINES UNDER PRESSURE BENDS, TEES, CAPS, J
\ (OUTER LAYER) VALVES, HYDRANTS, AND AT POINTS SPECIFIED BY THE VILLAGE ENGINEER SHALL BE CLASS Sl 2020 WATER MAIN IMPROVEMENTS
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